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This work focuses on the investigation of the synthesis of polyamide-12 (PA-12) particles in 
an oscillatory baffled reactor (OBR) and was funded by Polymer Technology Ltd (PTL). 
Despite considerable usage in industry, there is very little information available for both 
synthesis and reaction kinetics of PA-12 synthesis. As a result, the initial effort was directed to 
the study and the understanding of reaction kinetics and parameters affecting kinetics for the 
PA-6 synthesis, a sister reaction, for which there are some literature and recipes on public 
domain. 
 
 For the PA-6 reaction, the effects of various operational conditions on molecular 
weight, particle size and melting point were investigated using the design of experiment (DOE) 
technique. The results of the DOE studies indicated that temperature, the rate of chain initiator 
injection and agitation speed had the most influence over specifications of PA-6 particles. A 
new method for measuring reactant concentration by FTIR was devised, allowing reaction 
kinetics to be extracted. By switching from a batch to a semi-continuous reactor, the reaction 
order could change from 1st to zeroth, depending on the injection rate and reaction temperature. 
The biggest deviation from batch conditions was that monomer to catalyst ratio in the semi-
continuous reactor did not have any effect over polymer properties. 
 
 From the learning of PA-6 synthesis, the PA-12 recipe was formulated and tested. By 
using continuous injection of the chain initiator and by adding small amounts of caprolactam 
and N, N-Ethylene bis(stearamide), PA-12 particles were successfully synthesised. As with 
PA-6, reaction temperature, injection rate and stirring rate had a strong influence over PA-12 
particle properties. However, while increasing the injection rate lead to an increase in the size 
of PA-12 particles it caused PA-6 particles to decrease in size. Provided that the reaction recipe 
can be developed further to stop the build-up of material between baffle columns the next steps 
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Chapter 1 - Introduction  
This chapter discusses the purpose and inspiration of the research. 
 
1.1-Basis of research  
Nylon is the name given to a range of polymers consisting of aliphatic and/or semi-aromatic 
polyamides. Nylons are thermoplastics known for their high heat, wear and chemical 
resistances. Since the initial creation by Wallace Carothers in 1935 at the DuPont research 
facility, nylons have found usage in a vast range of applications including but not limited to 
stockings, parachutes, toothbrushes and kitchen utensils. Originally nylons were synthesised 
via a condensation reaction between a diamine and a dicarboxylic acid1. Later devised methods 
involved the hydrolytic or anionic polymerisation of lactams. These methods were initially 
developed to prevent patent violations2 and are still in use today. Unusually, anionic 
polymerisation requires both a catalyst and chain initiator (CI) for a successful reaction.  
 
Nylon powders (specifically nylon-6) were first synthesised by Chrzczonowicz in 1955 
through the anionic precipitation polymerisation of caprolactam3. Since then nylon particles 
have found usage in flame-spraying4, electrostatic coating5 and as lacquer binders6. Normally 
the chain initiator is added in a single injection but as indicated by Florin and Grolier7 that 
adding the CI continuously over a period improves the control over the reaction. However, 
little research and publications are available on this very subject, the one-shot injection has 
been the prescribed method in the production of nylon-6 alike. The impact of injection methods 
on key process and polymer properties, such as melting point, molecular weight, particle size 
and reaction kinetics, has not been investigated.  
 
One of the derivatives to Nylon-6 (PA-6 from now) is Nylon-12 (PA-12 from now), 
which is of key interest in this PhD work. Multiple different routes to synthesise PA-12 in a 
powdered form already exist but the working recipes are company heirlooms and not available 
for public viewership. Between Arkema, Evonik and UBE approximately 600,000 tons of 
Nylon-12 is produced each year, most of which is used in cosmetic and powder coating 





their products without substantial incentive. Often only small quantities of the material (< 250 
kg per month) are required for a particular industrial sector, manufacturing could only be 
possible if high sale price is warranted, commonly above £15/kg. This limits the applications 
and developments of such materials. The grinding process currently used for customisation, in 
addition to being expensive, produces a wider distribution of particle sizes. The ground material 
must go through a sieving procedure in order to produce the correct distribution. It is not 
unusual for more than 30% of the ground material to be discarded in the form of ‘fines’ or 
oversized particles. The latter polymer beads would go through further grinding, while the 
former presents significant hazards in storage and transportation.  
 
This leaves a gap in the market, in which PA-12 could be produced in relatively small 
quantities with customers tailored parameters at a lower cost. The continuous baffled 
oscillatory reactor (COBR) provides uniform mixing, enhanced mass8 and heat transfer9 rates 
that give better control over droplet/particle size and molecular weight distributions and is a 
viable alternative to the traditional stirred tank reactors. Additionally, nylon particle formation 
can take several hours and can be very power intensive. COBR’s can achieve maximum 
conversion rates at much lower power densities than traditional stirred tanks, lowering 
production costs. Finally, linear scale up relationships would make it easy to go from lab to 
industrial scale relationships10.  
 
Reaction kinetics and parameters affecting the kinetics of PA-6 synthesis under semi-
continuous conditions have not been investigated; understanding PA-6 reaction kinetics is also 
the prologue for creating a synthesis route for PA-12 that is not available in public domain. 
These are the motivations of this PhD work.  
 
1.2-Research objectives 
The following is the list of objectives for this thesis work: 
• Develop an in-depth understanding of how reaction conditions affect properties of PA-





• Develop an understanding of how reaction kinetics are influenced by adding the chain 
initiator continuously; 
• Develop a reproducible method to synthesise PA-12 within an OBR;  
• Develop an understanding of how PA-12’s properties are affected by changes in 
reaction temperature, injection rate and additive concentration.  
 
1.3-Structure of the thesis 
The thesis is divided into six chapters. After this introduction in Chapter two, there is a 
literature review of current knowledge on nylon particle synthesis, properties and the OBR. 
 
Chapter three describes the experimental set-ups, procedures and analytical methods 
applied to accomplish research goals. Chapter 4 presents the work carried out on PA6. Firstly, 
the factors affecting the desired polymer properties were analysed. This was followed by the 
study of the reaction kinetics.  
 
Chapter five describes how the synthesis route for the production of PA-12 was 
developed and discuss how various factors affected polymer properties. Chapter 6 summarises 
major findings from this work and recommends future research to be carried out based upon 















Chapter 2 - Literature review  
This chapter reviews background literature relevant to the synthesis of nylon particles and the 
design and operation of the OBR. 
 
2.1-Polymers 
Polymers (also known as a class of macromolecules) are a class of large molecule synthesised 
through the covalent bonding of many chemical units. These units are called monomers. For a 
chemical to be considered a monomer it must possess two or more sites where bonding can 
take place. A polymer does not have to be synthesised from only one monomer it can be made 
from multiple different monomers. When a polymer is synthesised from only one monomer, it 
is called a homopolymer. Should two monomers be used then the resultant polymer is called a 
copolymer; and in rare cases when three monomers are used, the resultant polymer is called a 
terpolymer. Copolymerisation is often used to improve the properties of existing 
homopolymers. This is done by choosing monomers with separate desired characteristics 
where these two different monomers can be arranged in four different ways along the chain, 
depending on the desired properties of the polymer.  
 
A polymer can display a range of different characteristics, with many different 
parameters affecting polymer properties. In general, the four most important ones are 1) 
Polymer size, as in molar mass and chain length; 2) Chemical composition, this determines the 
strength of intramolecular and intermolecular bonding; 3) Polymer structure and architecture, 
whether the material is made from branched or only single polymer chains, do chains bond 
together to form networks? 4) Polymer shape, the degree of twisting, coiling, chain 
entanglements etc. Through the manipulations of these characteristics, there are many different 
potential properties that a polymer may possess. A polymer may have a high modulus, 
preventing deformation; others will easily be deformed and capable of being severely elongated 
but still capable of returning to their initial shape. More recent developments have shown that 
polymers have possible applications in heterogeneous catalysts11, photovoltaic cells12, 





There are multiple different ways to classify polymers; one of the more common ones 
is based upon their group structure. Most synthetic plastics can be categorised into 3 groups: 
plastics, fibres and elastomers but there is no set line between these groups. Plastics can also 
be further subdivided into two other categories: thermoplastics and thermosets. The key 
difference between the two is that thermoplastics soften upon heating and are capable of being 
reshaped, becoming rigid again when cooled. In contrast, when a thermoset has been heated 
above a set temperature they will become permanently solid and will not soften or change shape 
upon being reheated. 
 
Elastomers are easily deformed and capable of undergoing substantial elongations 
while being able to recover their starting shape. A common example of this is an elastic band. 
Flexible plastics usually have moderate to high tensile strength and modulus but also capable 
of recovering its original shape after small deformations. Fibres and rigid plastics are 
characterised by a high resistance to being deformed and high tensile strength. Kevlar is a key 
example of a synthetic fibre; its high tensile strength allows it to be used in a range of 
applications, the most famous of which is body armour. Owing to its exceptional stiffness, 
Kevlar can also be used as a plastic reinforcement in aeroplanes, boat hulls etc. The difference 
between fibre and rigid plastics is that fibre is a polymer that has been melted down and drawn 
into a filament. This process involves stretching the polymer, uncoiling the polymer chains and 
aligning them parallel to the direction of stretching. Such properties are called anisotropy. This 
orientates the polymer along with an axis, making the fibre much stronger along the axis than 
across it.  
 
To summarise, polymers have a multitude of properties that allow them to be found in 








2.1.1-Polymerisation mechanisms  
2.1.1.1-Condensation polymerisation  
Condensation polymerisation reactions are classified as polymerisation reactions involving the 
elimination of a smaller molecule, such as water or hydrochloric acid. Because of this 
elimination, the polymer will lack some of the atoms present within the monomer. A 
condensation reaction is a form of step-growth polymerisation that is a reaction with 
bifunctional (or multifunctional) chains in a stepwise fashion. For example, any two species 
can react with each other; two monomers react to form a dimer, a dimer and a monomer form 
a trimer, two dimers can react and so forth. As a result, while the monomer is used up very 
quickly, the degree of polymerisation increases very slowly and so does molecular weight. As 
a consequence of this, molecular weight distributions are usually broad and average molecular 
weights are often lower than those of other methods. Molecular weights can be increased by 
removing side product during the reaction and by ensuring an exact 1:1 ratio between 
functional groups. Despite these disadvantages, condensation reactions are still used 
extensively in industry, owing to their versatility. Examples include the production of Kevlar, 
Nomex and polyimides. Furthermore, unlike addition polymers, a polymer formed through 
condensation polymerisation may be biodegradable owing to the innate reversibility of the 
condensation reaction. 
 
2.1.1.2-Chain-Growth Polymerisation  
Chain-growth polymerisation is a method of polymerisation in which an unsaturated monomer, 
which can be vinyl or cyclic in nature, adds itself onto a growing chain’s active site15. 
Depending on the functionality of the monomer in question, the growth of the polymer can 
occur at one end only or at different ends. Chain-growth polymerisation methods are superior 
to step-growth polymerisation methods if polymers with high molar masses are desired. 
Additionally, unlike in step polymerisation where each individual monomer within a polymer 
chain is a residue of its monomer, in chain-growth polymerisation, the polymer has the same 
chemical composition of the monomer pre-polymerisation. The 3 most common forms of chain 
growth polymerisation are free-radical, cationic and anionic. All three methods are comprised 





initiator; 2) propagation, where the active site created in the initiation step begins to grow into 
a macromolecular chain via a kinetic chain mechanism, defined by a repeating sequence of a 
monomer being added to the growing chain; and the final stage is 3) termination, where the 
growth of a chain has stopped, either caused by the neutralisation of the active site or the 
transfer of said site. There is no elimination of a small molecule during the polymerisation 
process. This is crucial for potential applications within an OBR, as mixing could be affected 
by the addition of small molecules.   
 
Anionic polymerisation is a form of chain growth polymerisation that while somewhat 
difficult to carry out experimentally, does have advantages over free-radical polymerisations. 
In free-radical polymerisations, it is very easy for two growing polymer chains to react 
together, either through recombination or disproportionation (a redox reaction in which a 
chemical substrate undergoes oxidation and reduction reaction simultaneously to give two 
different products, causing chain growth to terminate) reaction. In anionic (and cationic) 
polymerisation, such terminations are not possible, as the negatively (positive in the case of 
cationic polymerisation) charged ends repel each other electrostatically. Termination via chain 
transfer is also highly unlikely as this requires a hydride (H-) to be transferred from a growing 
chain onto a monomer; such a transfer is energetically unfavourable.  
 
To summarise, there are multiple different ways that polymerisation can be 
undertaken, choosing the correct mechanism is vital to polymer is synthesised with the 
desired properties in the most efficient manner.     
 
2.1.2-Methods of Polymerisation  
There are many methods for chain addition polymerisation, such as bulk, solution, suspension 
etc. Each of the relevant methodologies will be described in the following sections. In addition, 







Bulk polymerisation, also known as mass polymerisation, is a method where an initiator is 
added to the molten monomer, for successful polymerisation the initiator must be soluble in 
the monomer16. As there is no need for a dispersant or other solvent, the resultant polymer is 
very pure, temperatures required are relatively high in comparison to other methods and 
molecular weight distribution of products can easily be changed via the addition of a chain 
transfer agent17. However, during bulk polymerisation, the rate of polymerisation increases, 
instead of decreasing as would be expected, this leads to auto-polymerisation (i.e. acceleration 
of reaction) or the so-called Tromorsdorf effect16. This is caused by an increase in viscosity of 
the system as the reaction progresses. While the increase in viscosity decreases as the number 
of termination steps takes place within the system17, 18, the increase in viscosity and the 
Tromorsdorf effect make heat transfer and mixing challenging as the reaction proceeds. 
Broader molecular weight distributions and low molecular weights of resultant polymers are 
the direct outcomes. For these reasons, bulk polymerisation is not often used in industry. 
Notable exceptions including the production of poly(ethylene), poly(styrene) and poly (methyl 
methacrylate).17 
 
2.1.2.2- Solution/precipitation polymerisation 
Solution polymerisation can either be a homogeneous or heterogeneous (depending on whether 
the polymer remains in solution) method of polymerisation. Should the polymer be soluble in 
the solvent, it is called a lacquer or varnish19. If only the monomer is soluble, then the polymer 
will precipitate as it’s formed19. Should a precipitate be formed the method is called 
precipitation polymerisation. The monomer is dissolved within an inert solvent; catalyst can 
then be added or can already be present within the solvent. Similar to bulk polymerisation, 
solution polymerisation also experiences the Tromorsdorf effect but thermal control is better 
as the solvents act as a dilutent16. Additionally, the solvent lowers the viscosity of the solution, 
allowing for easier processing. If the final product is in pearl/bead/powder form, isolation of 
the product is very easy19. However, like bulk polymerisation, molecular weights of products 
tend to be low due to chain transfer to the solvent, but high molecular weights can be achieved 
with longer durations. In addition, it is impossible to completely eliminate chain transfer, as no 





difficult to be done fully19 and can cause the degradation of polymer properties. Finally, the 
polymer produced is not as pure as that by bulk polymerisation. Polymers formed by this 
method include polyacrylic acid and polyacrylonitrile. 
 
2.1.2.3-Suspension polymerisation  
Suspension polymerisation is a heterogeneous polymerisation technique where a monomer that 
is (mostly) insoluble in water(or other polar liquid) is dispersed within the liquid in the form 
droplets, as shown in Figure 2.120. A steric stabilizer is usually included within the system to 
stop coalescence and an initiator is also added to the system. The initiator must be non-reactive 
towards the solvent and be soluble in the monomer. The major aim is to form a uniform 
dispersion of monomer droplets within the aqueous phase and to control the coalescence of 
droplets during polymerisation. Reverse phase suspension polymerisations are also possible 
where a hydrophilic polymer and catalyst are held within an aqueous phase which is dispersed 
in a non-polar organic layer20. Suspension polymerisation does not have a problem with heat 
control, viscosity or chain transfer but like solution polymerisation, the polymer must be 
purified because it is not as pure at that achieved from bulk polymerisation19. An additional 
problem is that if the monomer is rather soluble in water, the system would have to be 
vigorously stirred to prevent agglomeration. Agglomeration is also a problem in the synthesis 
of tacky polymers17. Despite this, suspension polymerisation has been used to synthesise 










Figure 2.1 Diagram of suspension polymerisation in action21 
 
2.1.2.4-Emulsion polymerisation 
Emulsion polymerisation is like suspension polymerisation in that it is a heterogeneous 
polymerisation technique. The name is a misnomer as polymerisation does not occur in 
emulsion droplets but in latex particles that are formed at the beginning of the process22, 23. 
Emulsion polymerisation requires a monomer with little to no water solubility, a water soluble 
initiator and a surfactant24. The surfactant acts as an emulsifier for the monomer within the 
continuous phase. The initiator and surfactant are not absolutely necessary to form the latex 
required but it is uncommon for them to be absent24. Once all parts of the system have been 
added a new phase will form as a polymer colloid, a dispersion of discrete, colloidally stable 
latex particles24, 25. The mechanism of emulsion polymerisation is illustrated in Figure 2.2. 
These latex particles are made up of many polymer chains. The surfactant prevents these latex 
particles from coagulating together. Through emulsion polymerisation, polymers with high 
molecular weights can be synthesised quickly and like with suspension polymerisation, 








Figure 2.2 Representation of emulsion polymerisation in action 26 
 In summary, there are numerous methods available to synthesise polymers, each with 
its own advantages and disadvantages. Choosing the right method to create a viable synthetic 
route for PA-12 particles is crucial. 
 
2.1.3-Nylon 
Nylon is the label given to a range of polymers, specifically aliphatic and semi-aromatic 
polyamides (a polymer where the monomer units are bonded together via an amide bond). It 
was the first commercially successful thermoplastic. Nylons are known for their high heat, 
chemical and wear resistance. In addition, nylons are good at absorbing water from their 
surroundings27. This absorption of water will affect the mechanical properties of the nylon; 
improve the impact resistance and flexibility of the nylon at the cost of strength and stiffness. 
Also, it is also an electrical insulator. These various characteristics have allowed nylons to be 
useful in a range of applications including cable ties, fluid reservoirs, fishing lines, sporting 
equipment, low voltage switch gears, carpets and a host of others18, 28. 
 
The two main methods to synthesise nylons are either via a condensation reaction 





amino acids with themselves. The first nylon used for industrial applications was synthesised 
by Wallace Carothers at the DuPont research facility on February 28th 1935 via a step-growth 
polymerisation reaction with adipic acid and hexamethylenediamine1. The first variant of nylon 
was initially titled fibre-66, due to both the acid and the amine possessing 6 carbons. As there 
were two separate monomers being used in the production of this variant of nylon, it is a 
copolymer. Using the same condensation technique but with different substrates, a whole range 
of different nylons can be produced. Today Nylon is synthesised via a range of techniques 
including rotational moulding, casting, injection moulding or extrusion into film or fibre, 
depending on the desired shape and properties. While nylon first found usage as the bristles in 
toothbrushes, the main goal was for nylon to be a replacement for silk, specifically in woman’s 
hosiery. This proved to be very successful and by 1941 30% of all hosiery was made from 
nylon29. However, with the advent of WW2, all nylon production went to towards the war 
effort.  
 
As mentioned before lactams can also be used in the synthesis of nylons, however, this 
route was not investigated by Carothers but by Paul Schlack, working for IG Farben. Schlack 
attempted to reproduce the synthesis of nylon 6,6 without impeding on any patents2. Schlack 
showed that via ring-opening polymerisation caprolactam can be polymerised to form a nylon1. 
As caprolactam consists of 6 carbons, the new carbon is labelled nylon-6, because only one 
monomer is used in the production of this polymer, nylon-6 is a homopolymer. These two 
polymers are the two most commercially used nylons27. It must be noted that the method of 
polymerisation has a substantial impact on polymer properties, with the melting point of nylon-
6,6 having a melting point of ~270°C while the melting point of nylon-6 is only ~220°C, despite 
having the same molecular structure.   
 
Nylons have a range of desirable properties and can be synthesised either by 
condensation or chain-growth polymerisation. Due to the lack of eliminated molecule during 








There are multiple routes in which a lactam can be polymerised into its corresponding 
polyamide including anionic and cationic30, 31 polymerisations, together with acidolytic32, 33, 
aminolytic33, 34 and hydrolytic33, 35 processes. Initially, Schrock synthesised nylon-6 by heating 
caprolactam to approximately 250 °C with up to 10% water present2. It should be noted that 
polymerisation can occur without a catalyst present, however, this process is incredibly slow 
and so does not contribute to polymer synthesis36. 
 
Later work showed that lactam polymerisation could be performed using amines 
(aminolytic process) and carboxylic acids (acidolytic process). The aminolytic process 
involves the protonation of the lactam, however, the protonation happens in a very low amount 
leading to long polymerisation times, even at temperatures above 200°C. Polymerisation times 
under the acidolytic process are even longer. Hydrolytic polymerisation has been used in 
industry to produce nylon-6 fibres37. However, hydrolytic polymerisation requires a very high 
reaction temperature of ~250°C and extended reaction times. PA-12 has also been successfully 
synthesised under hydrolytic conditions, requiring reaction temperatures of ~260°C38.  The 
cationic process has potential, but it does not produce polymers in such a high yield or with as 
high molecular weights as the anionic method does. This is mostly due to the electron 
withdrawing nature of the lactam functional group, which will stabilise the negative charge 
required39.  
 
The method with the most potential is anionic polymerisation; there is a substantial 
amount of literature, both in journals and in patents detailing the usage of procedures in 
producing PA-6 and various other polyamide derivatives using this method, including PA-1240-
44. Based upon literature surveyed, anionic polymerisation is one of the most used in modern 
polyamide production methods: however, this does not preclude older techniques being used45, 
46. Anionic polymerisation requires lower reaction temperatures than other methods, has faster 
reaction times47 and produces polymers with low polydispersity. And crucially, no literature 







To summarise, due to the substantially lower reaction temperatures required and that it 
the only addition polymerisation mechanism that has been proven to make polyamide particles, 
anionic polymerisation seems the best mechanism for developing a synthesis route for PA-12. 
 
2.1.5-Anionic Polymerisation mechanism 
Anionic polymerisation of lactams requires a “two” catalyst system consisting of a catalyst 
(also known as an Initiator) and a chain initiator (also known as a co-catalyst or activator)39, 48. 
What is named a catalyst can be more accurately described as a pre-catalyst. The ‘catalyst’ will 
react with the lactam monomer to form an anionically activated monomer complex. It is this 
complex that is the actual catalyst. The chain initiator acts as a growth centre for the growing 
chain. Catalysts can be separated into three major groups: metal alkyl lactamates; strong bases 
reacting with lactams to yield lactamates in irreversible or reversible reactions and substances 
that have low to medium basicity initially but form strong bases in reaction conditions39. 
Catalyst concentration is usually between 0.8 and 3 moles per 100 moles of lactam49, 47. There 
are an array of catalysts and chain initiators to choose from when devising a synthetic route, 













Monomer Catalyst (Initiator) Activators (Cocatalyst) Solvent 
Dodecalactam  Alkali metals50  CO2 Decane  
 
Metal Halides51  N-acyllactams e.g  Ethylbenzene 
 
Metal alkoxides52 Acyl chlorides  THF 
 
Grignard Reagents53  Ureas  
 
 
Pentametylene guanidine54  Anhydrides  
 
 
Quaternary ammonium salts55  Esters  
 
 
Phosphazene56  Amides  
 
 




protophosphatranes58, 59  
Acylating agents with a slow 
acylating action  
 
  
Isocyanates e.g Octadecylisocyanate 
 
  
HCI: Hexamethylene diisocyanate 
 
  
Imides e.g. DCI: N,N'-
dicyclohexylcarbodiimide or DICI 
N,N'-Diisopropylcarbodiimide 
 
Table 2.1 Table of potential catalysts, chain initiators and solvents 
 
The full reaction for the anionic polymerisation of lactams is not completely understood 
but the mechanism can be split into five steps. Figure 2.3 gives an in-depth mechanism for 
these five steps. An unusual aspect of this reaction is that there are two ‘initiation’ stages. The 
first initiation step in the polymerisation process is the formation of the anionically active 
monomer through treatment with the chosen catalyst. For simplicity the first initiation step is 
called the activation step. The first step is the creation of the anionically active monomer by 






Once the anionically activated monomer has been formed there are two possible 
limiting situations that can take place60: a) acylation of the monomer by the active species; and 
b) addition of chain initiator. In the case of a) the dimerisation of monomer is a slow reaction 
because dimerization requires a substantial induction period as lactams are only moderately 
good acylating agents. The chain initiator can either be formed in situ or added to the reaction 
mixture pre-formed. The initiation step is the anionically active monomer reacting rapidly with 
the chosen chain initiator via nucleophilic attack of the electron deficient carbon atom on the 
CI36 (see step 2 in Figure 2.3). It is the resulting complex that is the true initiator of this 
polymerisation. During this process a proton-exchange reaction will regenerate the active 
monomer and protonate the negatively charged nitrogen atom on the chain end to complete the 
cycle (step 3 in Figure 2.3). The propagation step is very similar to the to the initiation stage. 
The difference is that following the nucleophilic attack of the ring of the previously added 
lactam is broken open as shown in step 4. As with the initiation step a proton exchange reaction 
regenerates the active monomer and the pattern will begin anew.  Depending on chain initiator 

















As with any polymerisation process, there are multiple potential side reactions that can 
take place. Two undesired disproportionation reactions involving polymer amide and amide 
anions can potentially occur (see Figure 2.4)36. Undesired transacylation reactions can also 
occur, causing depolymerisation of the integration of a single monomer unit (see Figure 2.4). 
These are a small example of the potential side reactions that can take place, many others can 
potentially occur, particularly at elevated temperatures. 
 
 
Figure 2.4 Example of potential side reactions that can take place during polymerisation36 
 
If care is taken any potential termination step can be avoided and ‘living’ 
polymerisation can be achieved. This would lead to polydispersities very close to one being 
attained. However, as carbanions are very sensitive to moisture, oxygen and other potential 
protic (a solvent which has a hydrogen atom attached to either an oxygen or nitrogen atom) 
impurities, anionic polymerisation must be carried out under nitrogen in thoroughly dried 







In summary, while the mechanism behind the anionic polymerisation of lactams is not 
completely understood, there is a great deal of literature on the subject. However, the 
mechanism may vary substantially depending on reaction conditions and the combination of 
catalyst and CI used. Such variations can influence reaction kinetics. 
 
2.1.6-Anionic Polymerisation methods  
As mentioned previously anionic polymerisation must take place in an inert atmosphere, free 
of moisture, and unfortunately, this does add complications for the implementation into a 
continuous reactor. The four main potential methods to achieve anionic polymerisation of a 
lactam into polyamide particles include polymerisation in suspension, emulsion, precipitation 
and using a polystyrene (PS)/polyamide blend. One other possible method to make polyamide 
particles exists, but involves dissolving the premade polymer and then expanding the solution 
through various nozzles into the anti-solvent CO2
61. This method is used to makes particles 
from polymers that are formed by condensation polymerisation such as nylon-6/6. This system 
would be very difficult to adapt to a tubular reactor and unnecessarily expensive as the other 
methods form particles directly from the monomer.      
 
A novel method to synthesise polyamides from lactams is through the formation of a 
polystyrene /polyamide blend, via the inversion of phase morphology caused by these blends 
at low PS concentrations62, 63. Firstly, styrene is polymerised using the lactam as a solvent via 
a free-radical polymerisation reaction to give polystyrene which surrounds the lactam. This is 
then followed by the polymerisation of the lactam to its respective nylon variant via anionic 
polymerisation. Resultant polyamide is in a mini-spherical form surrounded by PS. PS can be 
dissolved via the addition of tetrahydrofuran (THF) to isolate the polyamide in a powdered 
form. This method has potential, however, takes a great deal of time, with polymerisation of 
styrene alone taking 24h and presently, the spread of the distribution of particle sizes available 
by this method is quite small with sizes only ranging from 7μm to 80μm but are easily 
reproducible62. Several years later work carried out by Wu et al64 used this method to 
successfully synthesis PA-12 particles. They employed a more updated method where the 





molecular weight nor particle size was analysed in their report but based on scanning electron 
microscopy (SEM) images the particle size was approximately 20μm. Unfortunately, such a 
polymerisation method would be very difficult to adapt to a tubular reactor and even harder to 
make into a continuous system. 
 
The polymerisation of caprolactam in suspension has been achieved65 requiring 
temperatures of 180°C for polymerisation. The research65 showed that, while high temperatures 
were required and at present no suspension stabiliser has been found, the technique gave control 
over molecular weight and particle size. Suspension polymerisation of dodecalactam would be 
harder to do than that of caprolactam as the technique requires the monomer to be in the molten 
state, caprolactam melts at ~70°C while dodecalactam melts ~150°C. Molten solutions 
generally have higher viscosity, impacting flowability. In addition, there is no way of knowing 
if the suspending media of low molar mass polyisobutenes (PIB’s) would work as efficiently. 
Additional problems include that PIB’s are extremely sticky, which would make it extremely 
difficult, if not impossible, to use in any tubular reactor. The polymerisation of caprolactam 
has also been achieved through emulsion polymerisation,66 one method necessitates the use of 
very high temperatures ~210°C for up to 22 hours. The other emulsion polymerisation method 
requires plenty of pre-reaction processing66. Despite these shortcomings, both emulsion 
methods do have potential as a viable route for the polymerisation of caprolactam and 
dodecalactam, however further work would be required to make either method be viable for 
industry scale synthesis. As with emulsion and suspension polymerisation method precipitation 
polymerisation has been used to produce nylon particles. Nearly all literature and patents 
concerning nylon particle synthesis uses the precipitation method and required reaction 
temperatures to synthesis PA-12 are lower than those required for emulsion and suspension 
methods as the monomer is not required to be kept in the molten state.    
 
  In summary, a catalyst and chain initiator are required for successful polymerisation. 
Multiple different anionic polymerisation methods are available, but the precipitation 







The chemical kinetics behind anionic polymerisation of a lactam is a complex process due to 
the multiple irreversible and reversible reactions in which the active species of the reaction are 
both spent and revived67. Information on the kinetics of nylon-6 particle synthesis is very 
limited and no information is available in the public domain for the synthesis of PA-12 
particles. However, there is a substantial volume of literature for bulk reaction kinetics that can 
be used to enhance what little literature on particle synthesis is available.  
 
Two approaches are taken to create a kinetic model: mechanistic models68-70 and overall 
models71-73. A mechanistic model is ideal as it attempts to account for all possible reactions, 
however, in the case of ROAP of lactams not all these reactions are understood, this leads to 
the mechanistic approach being impractical. As such, overall models, in which all reactions 
steps that happen within the system are accounted for by a single reaction step, are more 
practical at this time67.  
 
Numerous models have been proposed throughout years however the autocatalytic 
model developed by Malkin72 is commonly used as a basis to understand nylon synthesis 
kinetics. However, there is one substantial limitation to this model. It is only valid when the 
catalyst and CI are of equal concentration. Following this, Bolgov et al67 then developed a 
modification of this model that takes into account unequal amounts of catalysts and chain 
initiators (see equation 2.1). It must be noted that it appears that only fast acting chain initiators 
were used when developing this model. It is unknown if this model is valid when slow acting 























where CV is the fractional conversion, T is the temperature (K), K is the pre-exponential factor 
(l mol-1 s-1), U is the activation energy (J mol-1), R is the universal gas constant (J mol-1 K-1), 
[A] is chain initiator concentration (mol L-1), [C] catalyst concentration (mol L-1), M0 is the 
initial monomer concentration (mol L-1), b is the autocatalytic term (l mol-1)67. 
 
Investigations carried out by Davé, et al67 confirmed the kinetics of anionic 
polymerisation of caprolactam through the use of an adiabatic reactor. These studies showed 
that reaction temperature has a very strong effect on polymerisation. Going from a starting 
polymerisation temperature of 117°C to 136°C showed a substantial increase in reaction rate 
and conversion, however, increasing from 136°C to 157°C there is very little difference. 
Crystallisation rate is at its maximum rate at 140-145°C. At lower temperatures, the 
polymerisation rate is low due to growing polymer chains beginning to crystallise, limiting the 
movement of the active site and ultimately suppressing the propagation of the growing chain. 
At elevated temperatures equilibrium conversion had already been reached and so increasing 
the temperature had no further impact on reaction kinetics.   
 
As previously noted, the CI/catalyst combination has a very strong impact on 
polymerisation kinetics. When a quick-quick or a quick-slow combination is used the formation 
of the carbanion active species (the initiation step) is much faster, by several orders of 
magnitude than the propagation step. The chain initiator only aids in the initiation of the 
reaction and has no known involvement in the propagation step, however as the propagation 
step can only take place post initiation the CI has a strong influence over kinetics. Figure 2.5 
shows that altering the chain initiator concentration had a substantial effect on adiabatic 
conversion, however only to a point, after which increasing concentration CI had little effect74. 
Molecular weight has an inverse relationship with chain initiator concentration, the lower the 
CI concentration, the larger the molecular weight of the resultant polyamide. When 





creates a gel-like structure that can force the reaction to shift from a kinetic mechanism to a 
diffusion one.  
 
 
Figure 2.5 Adiabatic conversion of nylon-6 with an initial polymerization temperature of 
136°C and caprolactam magnesium bromide concentration of 108mmol L-1. 
Isophthaloyl-bis-caprolactam concentrations used were 40mmol L-1 (lower line), 
70mmol L-1 (middle line) and 100mmol L-1 (upper line)67 
 
These findings were substantiated by the work of Zhang et al75. The investigations 
carried out by Zhang et al studied the synthesis of nylon-3 copolymers. Like with PA-6 particle 
synthesis the reaction starts in a homogeneous medium but unlike PA-6 particle synthesis the 
product, PA-3 remains in solution. Regardless these experiments found that there was a first-






Investigations carried out by Stratula-Vahnoveanu et al76 is one of the few studies 
looking at the kinetics of nylon particle synthesis.  Their work showed that for the most part, 
the reaction follows pseudo-first-order kinetics, but at later stages the reaction slows down, 
causing the reaction to deviate from first order kinetics. This was partly attributed to 
precipitated polymer causing the mobility of CI to decrease. In conjunction, the polymer 
particles hinder the ability of the activated monomer to reach the active site of the growing 
chain. As with bulk polymerisation increasing the temperature lead to a substantial increase in 
reaction rate. Unlike bulk polymerisation, equilibrium conversion is not reached with 
increasing temperature, but reaction temperatures above 140°C lead to the formation of large 
aggregates that cling to the reactor wall. 
 
The impact of mixing intensity has on chemical kinetics has been studied for decades77 
and in nylon particle synthesis mixing intensity has a normal influence over reaction kinetics. 
The mixing intensity has less influence on reaction rate than temperature and increasing the 
mixing intensity past a certain point has no further influence on the reaction rate. Interestingly, 
at low mixing rates, the reaction order can seemingly change from pseudo first order to pseudo-
zero-order reaction. The reason for this is not completely understood but it may be caused due 
to a change in the hydrodynamic regime76.  
 
The results from Stratula-Vahnoveanu and Vasiliu-Oprea was corroborated by the work 
of Dan and Grolier7. Their investigation made no mention to the order of the reaction however 
studies into mixing effects and temperature reported similar results to work carried out by 
Stratula-Vahnoveanu.  
 
The CI/catalyst combination also brings in another complication, depending on the 
combination used the rate determining step can be altered. When both the catalyst and CI are 
considered slow-acting, the rate determining step is the ‘initiation’ step between the CI and the 
catalyst78. Therefore, the overall rate equation would be second order. In most literature, the 
propagation step is considered the rate-determining step and most kinetic models are based on 





that even the concentrations of the catalyst and chain initiator can cause the rate equation to 
change79.  It should also be noted that these observations were made using a far more efficient 
catalyst and a CI that would be considered fast acting, so how valid such observations would 
be for a slow acting catalyst/CI combination is questionable.  
 
The catalyst concentration, despite being key to the propagation step, was found to have 
to no effect on the adiabatic conversion (see Figure 2.6), at least within the concentrations 
tested. Again, these results were backed up by Zhang et al43. They observed a zero-order rate 
dependence on the catalyst concentration. 
 
 
Figure 2.6 Adiabatic conversion of nylon-6 experimental data for initial polymerization 
temperature of 135C with isophthaloyl-bis-caprolactam (chain initiator) concentration 
of 70mmol-1 and caprolactam magnesium bromide of 108mmol-1 (lower curve) and 
150mmol-1 (higher curve)67 
   
In summary, the reaction kinetics reported differ, there have been very few published 





2.1.8-Nylon Particle synthesis 
 
The methodology to synthesise nylon (nylon-6) particles was developed by the pioneering 
research done by Chrzczonowicz3, 80-82. Initially, the particles were formed using a CI/catalyst 
combination of carbon dioxide and sodium caprolactamate. Following this research, a host of 
different catalysts and chain initiators was used to produce particles of various molecular 
weights, particle sizes and morphologies. Regardless of the combination used, these nylon-6 
particles are characterised as having high homogeneity and high molecular weight.83, 84. These 
particles have an array of uses including but not limited to flame spaying4, electrostatic 
coating5, thickener85, 86 and lacquer binders6. In comparison to bulk polymerisation, lower 
basicity and milder temperatures are required for successful polymerisation as this limits the 
formation of branching polymers. The result of this leads to polymers with greater structure 
regularity and molecular weight homogeneity. Providing that the end product is stable, this 
method can be used to synthesise a host of different nylon powders. 
 
The synthesis of nylon particles is a complex process with many competing factors. 
The most important of these factors include temperature, the initial concentration of monomer, 
amount of catalyst and activator/catalyst ratio60. Temperature increases conversion, the degree 
of polymerisation and particle size. The effect of temperature is limited and after a certain point 
increasing temperature any further only gives negligible improvements. The monomer to 
solvent ratio is in a delicate balance. If too much solvent is used, then the rate and degree of 
polymerisation are poor. If too little solvent is used, then the degree of polymerisation 
decreases as the mixture takes on more bulk-like characteristics. For numerous reasons a 
substantial amount of catalyst is required to carry out polymerisation and much like the 
monomer/solvent ratio, the monomer/catalyst is in a delicate balance. The combination of 
catalyst and chain initiator is a vital part (perhaps the most important) of the synthesis as it has 
a huge influence on particle size, molecular weight, product yield and morphology. Both the 
catalyst and the chain initiators can broadly be put into two categories: “slow” and “fast” 
acting6. The catalysts are characterised by their nucleophilicity: quick acting reagents such as 
alkali metal caprolactamates (formed by reaction between monomer and sodium hydride) are 
highly nucleophilic while slow acting reagents have a lower nucleophilicity. It is hypothesised 





there are four different combinations that can be used to induce polymerisation: a) quick-quick; 
b) quick-slow; c) slow-quick, and d) slow-slow. When a quick-quick combination is used 
polymerisation becomes more bulk-like in nature and product yields, particle sizes and 
molecular weights are high. Conversely, product yields, particles sizes and molecular weights 
are significantly smaller for slow-slow and slow-quick chain initiator/catalyst systems. The 
quick-slow chain initiator/catalyst combination results in polymers with intermediate 
properties. 
 
In summary, many different factors influence the properties of nylon particles. How 
adding the chain initiator continuously affects polymer properties has not been investigated in 
literature. The correct choice of CI/catalyst combination is of vital important for the 
development of a PA-12 synthesis route. 
 
2.1.9-Polymer development  
The polymerisation takes place mainly in a heterogeneous mixture consisting of, paradoxically 
the lactam acting as a “solvent” and the hydrocarbon as the nonsolvent60. The liquid medium 
enables the movement of monomer and catalytic components to the growing polymer. The 
growing macromolecule has the greatest opportunity to grow when the mixture remains 
homogeneous. As such, polymerisation is the fastest at the very beginning of the reaction. As 
the caprolactam is consumed the reaction medium becomes poorer. This leads to phase 
separation, indicated by of opalescence of the reaction mixture.  Phase separation can occur in 
different ways and is dependent on the concentration of the polymer.  
 
When the concentration of polymer is high within the homogeneous phase (specifically 
between binodal and spinodal lines), these conditions are usually met when a quick-slow 
CI/catalyst combination is used, the growing polymer precipitates to form nuclei after a short 
period of time.  As there is no stabiliser used in this process the assumption is that polymer 
chains within the nuclei are orientated with the hydrophobic end of the chain initiator are facing 





stability of these primary particles could be partially explained by the external non-polar 
groups. 
As the reaction progresses these individual droplets can collide with each other, causing 
these two droplets to coalesce, creating a dispersed “polymer” phase and a solvent rich phase. 
The monomer, pre-existing oligomer chains and catalyst are then absorbed from the solution 
into these droplets. It is within these monomer-rich droplets(the polymer phase) where the 
majority of polymerisation takes place. There will be growth centres near the surface of the 
growing particle allowing polymerisation to occur on the external surface of these particles. 
 
As the reaction continues within these monomer-rich particles they will increase in size 
and viscosity. Following this, two different phenomena occur essentially at the same time: 
further collisions causing the growing droplets to cement together to form aggregates caused 
by the outer hydrophobic groups no longer being able to stabilise the growing droplet and the 
subsequent solidification of these agglomerates. These aggregates can then hinder the access 
of the activated monomer to the growing chain. This hindrance can result in the premature 
cessation of the reaction. Unfortunately, this causes polymer conversion and average molecular 
weight to diminish when compared to results gained from bulk polymerisation. The final step 
in this process is the crystallisation via undercooling and the establishment of granular 
structure86. 
 
The second liquid-liquid phase separation method occurs when active sites are 
generated gradually, this allows the growing chains to spend longer in the homogeneous phase. 
Active sites are generated gradually when slow acting CI’s and catalysts are used. Thus, when 
phase separation occurs the concentration of the polymer is lower than the previous method. 
Within the homogeneous phase, the initial increase in viscosity is caused by the formation of 
lactam salts87. Once again demixing occurs and a polymer rich phase and solvent rich phase 
are created, with the polymer-rich phase in the form of droplets. Each droplet is taken to be an 
isolated system unlike the previous method, these drops do not undergo collisions. The droplets 
do not undergo collisions due to the gradual generation of the active sites. At any point in time 





 If each polymer droplet contains a growing polymer, monomer and solvent and in such 
a composition that a tiny increase in the polymer concentration will cause spinodal 
decomposition, bicontinuous structures of both phases are gained. If the effective reaction 
temperature is substantially lower than the polymer melting point and polymer phase will then 
crystallise, causing a cessation in phase separation. The overall multiphase process is shown in 
Figure 2.7. The crystallised polymer is a continuous structure, granting the polymer powder 
unity.  
 
Overall polymer development is a highly complex process with many individual phases 
that overlap each other. How polymer development may be affected by the continuous addition 


























Figure 2.7 Illustration of the various phases of polymer particle development86 
 
2.1.10-Morphology 
The morphology of polymer particles is controlled by a complex array of competing 
components such as phase separation and crystallisation. As mentioned previously the choice 





the quick-quick combination three different chain initiators where investigated by Dan et al6 
and all resulted in fused agglomerates made from smaller individual particles. The shape of 
these individual particles was found to become more irregular as the efficiency of the chain 
initiator increased, even for chain initiators of the same class. Increasing the chain initiator 
efficiency naturally increases the number of polymer rich domains. The higher number of 
domains causes the reaction medium to favour the coalescence of liquid droplets, this results 
in irregular particles with a cactus-like structure6.  
 
The inner structure of these individual particles changes from a more solid spherulitic 
structure to a crudely spherical globular morphology as the efficiency of the chain initiator 
decreases. For the highly efficient CIs the spherulitic structure has a densely packed core with 
lamellae radiate along the spherulite radius (see Figure 2.8). As CI efficiency decreases the 
lamella become less advanced. Additionally, growing polymer chains can be captured by 
existing particles, forming lamellae on the surface.  
 
a  b    
Figure 2.8 SEM image of PA-6 particles: a) PA-6 with defined spherulites resultant from the 
use of a quick/slow CI/catalyst combination6  b) PA-6with a macroporous continuous 
network resultant from the use of slow/slow or a slow/quick CI/catalyst combination6 
 
 
For both slow-quick and slow-slow CI/catalyst combinations morphologies are quite 
different. SEM images in Figure 2.9 showed that unlike other combinations the polymer 





The network structure is a fibrillar one, with some fibrils interconnected as bundles, it is 
thought that these bundles form the ‘skeleton’ of the particle. Both individual and bundled 
fibrils can connect to two or more different fibrils, forming the final morphology of the particle. 
It was found that using an efficient initiator (for this category) resulted in particles that were 
flat and ‘disk’-like. As the phase separation time increases the particles become more spherical. 
Regardless of the CI used the outer surface is rough with a continuous cohesive structure. These 
are porous particles with the size of the pores dependent on the efficiency of the CI.   
   
 
Studies into the quick-quick combination found that the increased nucleophilicity of the 
catalyst causes rapid agglomeration resulting in most of the polymer sticking to the side of the 
reactors. Very little polymer is produced. The little polymer that was produced is characterised 
by a strong spherulite structure. Decreasing catalyst concentration was found to decrease the 
polymer yield but had no effect on particle morphology. Decreasing reaction temperature 
however did prevent deposition.  
 
 To summarise, particle morphology is controlled primarily by the choice of the CI and 
catalyst. Using more efficient combinations gives ‘spongy’ particles that are made from fused 
agglomerates. Using less efficient combinations results in individual particles with a structure 
made from a bicontinuous network, however how the morphology of PA-12 compares to PA-











2.2-Oscillatory Baffled Reactors  
2.2.1-Background 
The research into oscillatory baffled flow (OBF) originated in the 1930s. Van Dijck developed 
a column of perforated plates which allowed for the mixing of relatively immiscible liquids via 
oscillatory motion88. A later investigation carried out by Sergeev analysed oscillatory motion 
within smooth-walled pipes.89 Later Karr carried out research using a reciprocating plate 
column as an extractor90. Following this, it was Bellhouse et al who developed a furrowed 
membrane that used vortices formed by oscillatory flow to safely enhance the oxygenation of 
blood for open heart surgery91, this was the first usage of oscillatory flow within ducts. 
However, it wasn’t until the 1980s that research into OBF began to see substantial growth. In 
1980 Sobey et al conducted further studies on the oxygenator to develop a numerical model of 
the motion of fluid in both steady and unsteady flow.92, 93 
 
The beginning of what would become the oscillatory baffled reactor was introduced by 
Mackley (1987) through the study of oscillatory baffled tubes94, 95. The original study for this 
came from work done by Knott and Mackley96 which showed that eddies would form when a  
periodic flow passes through a sharp edge. The device that Mackley used was a simple cylinder 
containing periodically placed shape-edge hollow baffles. The fluid oscillates around these 
baffles. The contact between the baffles and the fluid form vortices that mix said fluid. Further 
work by Brunold et al investigated what the Reynolds number is required for efficient mixing 
and initiated studies on what geometries enhanced mixing97. It was work carried out by Dickins 
et al that demonstrated that each baffle cavity acts as a continuously stirred tank (CST). Thus 
near plug flow residence time distribution (RTD) can be achieved with specific reactor 
geometries and Reynolds numbers98. Throughout the 1990s research continued to flourish. A 
30-fold improvement of the Nusselt number over traditional stirred tank reactor (STR) was 
shown to be achievable 9. In conjunction, similar improvements in mass transfer8 and residence 







2.2.2-Mixing in an OBR  
The mixing in an OBR occurs when the fluid oscillation causes liquid to pass through the 
baffles, generating eddies downstream of each baffle99. These vortices draw fluid from the 
edges of the tubular reactor into the eddy downstream. Upon flow reversal the eddies will then 
be driven into the centre of the reactor,97 (see Figure 2.9),100 creating strong radial motion 
within the system. The oscillation allows for the continuous creation and destruction of these 
eddies resulting in flow patterns that lead to efficient radial and axial mixing.  
 
 
Figure 2.9 Eddy formation within an OBR100 
 
Figure 2.9 shows that these eddies cause mixing within each baffle cavity. This allows 
each baffle cavity to act as a perfectly mixed stirred tank. The formation of these eddies can be 
achieved by oscillation of the fluid itself or via the oscillation of the baffles. Oscillation of the 







The mechanical fluid conditions within any tubular reactor can be described by the Reynolds 
number that is a ratio of inertial forces within a fluid against the viscous forces within a fluid 








where ρ is the density of the fluid (kg/m3), D is the pipe diameter (m), u is the velocity of the 
fluid (ms-1), v is the dynamic viscosity of the fluid (PaS). When the Re ≤ 2000 the fluid can be 
described as laminar. Disregarding the transitional phase when Re ≥ 2000 the fluid can be 
described as turbulent. During turbulent flow eddies can occur, leading to lateral mixing. 
Simply speaking lamina flow is ‘smooth’ while turbulent flow is ‘rough’. In summary, the 




Figure 2.10 Flow within a tube with diameter D101 
 
However, this equation cannot sufficiently describe all the motions a fluid undergoes 
within a tube when oscillatory motion is applied as shown in Figure 2.11, therefore, an 
additional dimensionless group is necessary. To account for this a pulsating Reynolds number, 













Figure 2.11 Oscillatory motion applied to flow in a tube101 
 
Where up is the pulsating flow velocity (ms
-1). Work carried out by Sarpkaya102 defined up as 
the amplitude of the periodic component of the cross-sectional mean velocity (=πfxoApiston/Apipe) 
where f is the oscillating frequency (Hz), xo is the centre-to-peak oscillation amplitude (m) and 
Apiston and Apipe (m
2) are the cross-sections of the piston and pipe respectively. In the majority 
of cases, up can be simplified to the product of the amplitude of oscillation multiplied by the 
frequency, Rep = xof.  The Rep number describes the oscillatory motion exercised upon a fluid 
while the Re describes the state of flow. By combing these two terms all term’s important to 










However, these two terms do not take into consideration any distortion of the tube’s 
shape or the inclusion of inserts, such as baffles. Under these conditions, Re and Rep are no 
longer enough to accurately characterise the flow of the liquid. To reconcile this issue, the 
Strouhal number was brought in. The Strouhal number is defined as: 
 
𝑆𝑡𝑓 = 𝑓𝐻/𝑢𝑝𝑒𝑎𝑘 (2.4) 
Where H is the half channel width (m) and upeak the peak velocity at the maximum channel 
width, Hmax
101. It was not until later work done by Sobey
103 that physical meaning for Stf was 
provided. The Stf was defined as the ratio of the scale of channel length to the scale of the fluid 
particle displacement. Further research carried out in the 1980’s investigating unsteadiness in 
laminar flow94, 97 demonstrated that when an intermittently reversing flow is applied to a tube 
that is equipped with equally spaced, transversely mounted orifice-type baffles vortex rings are 
swept into the cavity between the baffles when flow reverses. The continuous process of vortex 
creation, growth and ejection results in ‘chaotic mixing’.  
 
Brunold et al97 proposed that the fluid mechanics of oscillatory baffled flow can be 
described using the following dimensionless groups, the Reynolds number, Reo and the 









 𝑆𝑡 = 𝜔𝐻𝑚𝑎𝑥/4𝜋𝑥0 (2.6) 
 
Further research did illustrate a flaw with these two groups. There was no mention of 
either baffle spacing or orifice diameter. Both parameters are of crucial importance when 
discussing OBF. The space between baffles impacts the shape of the eddies created and the 





Assuming the same oscillatory Reynolds number (e.g 500) under pure oscillatory flow 
(Figure 2.11) the mechanical conditions will be primarily axial, while under OBF (Figure 2.12) 
mixing will be chaotic in nature with a mixture of axial and radial components.  
 
Studies have shown that under oscillatory flow two mixing regimes are possible. For 
Reo<250 mixing intensity is low, and flow is 2D axi-symmetric. This is described as a ‘soft’ 
mixing regime. Should the Reo>250, the flow becomes increasingly 3D (no axial-symmetry) 
and chaotic. This allows an OBR to either act as a plug flow reactor when an input and output 
are imposed or as a device for uniform mixing. However, no single Reynolds number can 
define two different flow regimes. Under OBF an oscillator usually functions sinusoidally and 
due to this the variation of displacement, x and velocity, u0 takes the form of 
 
 𝑥 = −𝑥0cos (𝜔𝑡) (2.7) 
 
 𝑢0 = 𝑥0𝜔sin (𝜔𝑡) (2.8) 
 
Maximum velocity, 𝑢0𝑚𝑎𝑥 = 𝑥0𝜔 when sin(𝜔𝑡)=1. This indicates that there is no 
difference in oscillatory velocity for both pure oscillatory flow (POF) and OBF. This means 
that the input of the system is identical. From this, it can be concluded that Re0 only defines 
the strength of input to the system. With regards to fluid mechanical conditions the input is not 
related to the output.101  
 
Using a slightly different type of baffle orifice the research of Jones and Bajura104 on 
pulsating laminar flow provided key insights into this problem. Jones and Bajura did not use 
one, but two Reynolds numbers, the numerical Reynolds number Ren and the orifice plate 






 𝑅𝑒𝑛 =  𝑢𝑟𝑒𝑓𝐷/2𝑣 (2.9) 
 
 𝑅𝑒𝑜𝑝 = 4𝑄/𝜋𝑣𝐷0 (2.10) 
 
Where 𝑢𝑟𝑒𝑓 is the velocity reference (ms
-1) and Q is volume flow rate (min-1). An equation 









Where β is the ratio of the orifice to pipe diameter (=D0/D). 
 
From Re0 of 100-300, OBF shows plug-flow characteristics. Under these conditions, 
the vortices are symmetrically generated within the cavity of each baffle. At Reynolds numbers 
higher than 300, symmetry is destroyed and flow becomes chaotic.  
 
2.2.4-Polymerisation using Oscillatory Baffled Reactor  
One of the first investigations into polymerisation with industrial applications within an OBR 
was carried out by Ni et al95. They studied how the formation of methylmethacrylate (MMA) 
droplets was affected by varying operational conditions, compared polymers made in an OBR 
with those from a traditional STR. The weight & number averaged molecular weights and 
polydispersity were similar to those obtained in the STR105, particle size distributions were 






The influence of frequency of oscillation and oscillation amplitude, as well as baffle 
width on mean particle size were examined, Ni et al. found that the dv0.5 (the median for a 
volume distribution) decreased with the increase of the oscillation frequency following a 
dependence of dv0.5∝f-1.39 (see Figure 2.13). In addition, increasing oscillation frequency also 
decreased the particle size distribution. In contrast, the size of particles formed within an STR 




Figure 2.13 Effect of oscillation frequency on mean particle size with a fixed amplitude and 
baffle width95 
 
Much like frequency, increasing the amplitude of oscillation led to a decrease in particle 
size (see Figure 2.14) with a power index of -1.19. The baffle thickness had little influence 
over the Sauter mean droplet size; when the baffle width increased from 0.8mm to 3.0mm, the 







Figure 2.14 Effect of amplitude on mean particle size at a fixed frequency and baffle width95 
 
2.2.5-Power consumption  
When designing a reactor or any sort of mixing device one of the most important parameters 
to consider is power consumption 110. How much power a reactor requires is a useful way of 
determining mixing efficiency and can be used as the basis for comparison of the effectiveness 
of different types of reactors111. 
 
There were two different models for estimating the power density of an OBR: the eddy 
acoustic model and a quasi-steady flow model. Work carried out by Jealous and Johnson 
employed the quasi-steady flow method to determine the power density of a pulsed plate 
column112, this has been the basis for the evaluation of the power density in OBR113, 114 as 





















Where ρ is the fluid density (kg m-3), N is the number of baffles per unit length of the tube (m-
1), α is the baffle free area ratio and CD is a discharge coefficient for the orifice. In the vast 
majority of cases, the value of CD is taken to be 0.7
115-117.  
 
It must be noted that the quasi-state model is only appropriate for oscillations high 
amplitudes (5-30 mm) and low frequencies (0.5-2). Beyond these values, the eddy acoustic 













where l is the mixing length (m) and L is the baffle spacing (m). Significantly, numerous 
investigations have shown that OBRs are much more efficient than traditional STRs and in 
some cases, up to 94%-99% decrease in required power density has been reported117, 119-121. 
Unlike traditional STR, scale-up in OBR did not necessitate an increase in power consumption 
per unit mass. 
 
 Overall, the OBR allows for very efficient scale-up and a substantial decrease in power 








Chapter 3 - Experimental setup and procedure  
This chapter describes the setup of the experimental apparatus and the procedures of 
experimental and analytical methods. 
 
3.1-Experimental Apparatus  
3.1.1-The Stirred Tank Reactor (STR) 
Figure 3.1 shows the setup of the STR. The reactor consisted of a round bottom flask (RBF) 
with a volume of 100mL. The flask was placed within a “polar bear” plus crystal type heating 
unit. The polar bear heating unit was equipped with a magnetic motor. A 20mm PTFE type 
magnetic stirrer was placed within the round bottom flask. One port was equipped with a reflux 
condenser. In turn, the condenser was attached to a Schlenk line. This Schlenk line supplied a 
constant stream of N2 to the reactor. The central port was sealed with a glass stopper. Final port 
is covered with a Suba-seal that equipped with Teflon tubing. Teflon tubing was connected to 
a 5mL Norm-Ject disposable plastic syringe with an inner diameter of 13.70mm. The syringe 
was placed upon an NE-1002X Microfluidics syringe pump.   
 
 
Figure 3.1 Setup for STR. Note that in this setup a syringe was used instead of Teflon tubing. 

















3.1.2-The Oscillatory Baffled Reactor 
The OBR consisted of a jacketed glass column with an internal diameter of 50mm and a height 
of 500mm. Baffle string consisted of four stainless steel baffles with an outer diameter of 
48mm, an orifice diameter of 24mm and a thickness of 3mm. The baffles were spaced at 65mm 
by stainless steel spacers. In all experiments only the first baffle was inserted in the reaction 
mixture therefore OBR was used as a batch or semi-batch reactor only, not a continuous one. 
Height of reaction mixture within glass column was ~75mm.   
 
Heating was carried out in a water bath. The heating fluid was water in all cases bar 
experiments investigating kinetics at 100°C, in those circumstances the heating fluid used was 
silicon oil. The temperature was checked intermittently using a thermocouple. The baffles were 
oscillated within the column by a linear motor (Ni-Tech). This motor was held in place by a 
steel frame above the OBR. The OBR itself was held in place by a plastic frame, seen in Figure 
3.2 Frequencies of 0-10Hz and amplitudes of 0-50mm were possible using this setup. The 
column glass possesses three ports. The first port was connected to a Schlenk line. This Schlenk 
line supplied a constant stream of N2. The second port was covered with a Suba-seal equipped 
with Teflon tubing. The tubing was connected to a 5mL Norm-Ject disposable plastic syringe 
with an inner diameter 13.70mm. This syringe was placed upon an NE-1002X Microfluidics 
syringe pump. The syringe was heated by a hairdryer to keep CI in the liquid state within the 
syringe and Teflon tubing. The remaining port was closed with a stopper. This port was opened 
temporarily when withdrawing a sample. A cap was placed on the top of the reactor to ensure 
that the nitrogen atmosphere was contained. For PA-12 synthesis the syringe was placed within 







Figure 3.2 Setup of oscillated baffled reactor, for simplicity the Schlenk line, hairdryer and 




Figure 3.3 In-depth look at the syringe pump and baffle 
 
3.1.3-The set up for PA-6 equimolar kinetic measurements  
The glassware was left to dry overnight. Jacketed beaker was heated by a water bath via 
circulated water and placed on the magnetic motor. 20mm PTFE type magnetic stirrer was 
placed within the round bottom flask. Teflon tubing was connected to a 5mL Norm-Ject 
disposable plastic syringe with an inner diameter of 13.70mm. This syringe was placed upon 
an NE-1002X Microfluidics syringe pump. A watch glass was placed on the beaker to prevent 
the evaporation of ethylbenzene.  
Water Bath  
Oscillatory Piston + Motor  















The laboratory grade caprolactam, dodecalactam, N,N-alkylbisamide, octadecyl isocyanate 
Red-Al® (determine concentration) and anhydrous grade ethylbenzene were procured from 
Sigma-Aldrich. The caprolactam and dodecalatam were heated at 50°C overnight before use. 
Remaining chemicals were used as received.  
 
3.3-Experimental procedures 
3.3.1-Recipe and Procedure for PA-6 synthesis within STR 
The recipe and physical properties of reactants for PA-6 synthesis are shown below in Table 
3.1. 
 
Chemical  Molecular 
mass  
(g·mol−1) 






Caprolactam  113.16 N/A 68-71 136-138 
Ethylbenzene 
anhydrous, 99.8% 
106.17  0.867 -95 136 
Octadecyl Isocyanate  295.5 0.847 15-16 172-173 
Red-Al® ≥60 wt. % in 
toluene 
202.16 1.036 N/A 110 
Table 3.1 Physical properties of reagents for PA-6 synthesis 
 
The procedure involves that the glassware was left to dry overnight. The round bottom 
flask was then continuously purged with nitrogen and heated with a heat gun to remove 
moisture. Steam of N2 was also present until the termination of the reaction. The polar bear 
heating unit was set to its required temperature and stirring speed and turned on. Once the 
required temperature had been reached, the apparatus was left for approximately 30 minutes to 
purge any remaining moisture from the reactor. All but one port of the reactor was then sealed. 
A syringe was purged with nitrogen and used to transport the ethylbenzene to the reactor. Once 





inject the catalyst into the reaction mixture. The catalyst then reacted with the monomer, giving 
off hydrogen. Once this reaction was completed, indicated by the cessation of hydrogen, the 
final port was sealed with a Suba-seal.  A second syringe purged with nitrogen was loaded with 
Octadecyl Isocyanate (OI) by gently injecting it into the syringe until the Teflon tubing was 
filled. The tubing was then used to pierce the Suba-seal, inserted into the reactor and submerged 
in the reaction mixture. A hairdryer was placed above the syringe, heating the tubing and the 
syringe to ensure that OI remained in the liquid state within the syringe. An injection rate was 
chosen and the OI was continuously fed into the reactor. This signalled the beginning of the 
reaction.  
 
3.3.2-Procedure for PA-6 kinetic study in an OBR 
The glassware was left overnight in an oven to remove any moisture from previous cleaning. 
The OBR was then assembled as shown in Figure 3.2 and purged with a continuous stream of 
nitrogen. This stream of N2 is present until the end of the reaction. The water heater was set to 
its required temperature and turned on. Once the required temperature has been reached, the 
apparatus was left for approximately 30 minutes to purge any remaining moisture from the 
reactor. All but one port of the reactor was then sealed. A syringe was purged with nitrogen 
and used to transport the ethylbenzene to the reactor. Once the monomer was fully dissolved, 
oscillation frequency and amplitude were selected and the motor turned on. A new syringe 
purged with nitrogen was employed to inject the catalyst into the reaction mixture. The catalyst 
then reacted with the monomer, giving off hydrogen, once the reaction was completed the final 
port was sealed. A second syringe purged with nitrogen was loaded with OI.  The syringe was 
then placed on the syringe pump. Teflon tubing equipped with a Suba-seal was then connected 
to the loaded syringe and OI was gently injected into the syringe until the tubing was filled. 
One port on the reactor was then opened allowing the tubing to be placed in the middle of the 
baffle and the tip was submerged within the reaction mixture. The Suba-seal resealed the 
reactor. A hairdryer was placed above the syringe and the tubing to ensure that OI remained in 
the liquid state within the syringe. An injection rate was chosen and the OI then flowed into 
the mixture. This signals the beginning of the reaction. To remove a sample from the reactor a 
port was temporarily unsealed. A 1mL syringe equipped with Teflon tubing was used to 
withdraw approximately 0.3mL of solution from the reactor. The port was then resealed. Teflon 










Monomer mass 12g  
Ethylbenzene volume 60mL 
Catalyst volume 4mL 
Octadecyl isocyanate volume (single 
injection) 
2mL 
Octadecyl isocyanate injection rate 
(continuous injection) 
20 μL/min 
Oscillation frequency 1Hz 
Oscillation amplitude 32mm 
Table 3.2 Reaction conditions for PA-6 synthesis within OBR 
 
3.3.3- Procedure for equimolar kinetics measurements  
As there was no catalyst used, there was no need to carry out the reaction out under inert 
conditions. For simplicity, equimolar experiments were carried out in a beaker and not in the 
OBR. The procedure for the single and continuous injection methods were slightly different. 
For the single injection, the monomer and ethylbenzene (20mL) was placed within the reactor 
and the monomer was dissolved in the ethylbenzene. The CI was then added into the mixture 
in a one-shot fashion. For continuous injection, the CI and ethylbenzene(10mL) were first 
added to the beaker. The monomer was then dissolved by the remaining ethylbenzene (10mL). 
The dissolved monomer was loaded onto a syringe. The syringe was equipped with Teflon 
tubing and placed on the syringe pump. The dissolved monomer was then injected into the 










Monomer mass 3g  
Ethylbenzene volume 20mL 
Octadecyl isocyanate volume using one-
shot injection technique 
8mL 
Octadecyl isocyanate injection rate 
(continuous injection) 
70 μL/min 
Stirrer Speed 600rpm 
Table 3.3 The reaction conditions for kinetics studies under equimolar conditions 
 
3.3.4-Recipe and Procedure for PA-12 synthesis  
The constituents of the reaction for PA-12 synthesis are shown below in Table 3.4. 
 









Dodecalactam  197.32 0.973 150-153 348 
Caprolactam  113.16 N/A 68-71 136-138 
Ethylbenzene 
anhydrous, 99.8% 
106.17  0.867 -95 136 
Octadecyl Isocyanate  295.5 0.847 15-16 172-173 
Red-Al® ≥60 wt. % in 
toluene 
202.16 1.036 N/A 110 
N’N-Ethylene 
bis(stearamide) 
593.038 N/A 144-146 N/A 
Table 3.4 Recipe and physical properties of reagents for PA-12 synthesis  
 
The procedure is very similar to the synthesis of PA-6 within an OBR but with several 
differences. Pure CI was replaced with a CI mixture. To create the CI mixture, the caprolactam 





mixture. The mixture was stirred vigorously by hand and loaded into a syringe. The syringe 
was placed within the custom-made syringe heating sleeve (see Figure 3.3). The syringe sleeve 
was then heated to 55°C for 10 minutes, after which the heat was reduced to 30°C, the syringe 
heater was left at this temperature for the remainder of the reaction. The syringe and sleeve 
were then placed on the syringe pump. Teflon tubing equipped with a Suba-seal was connected 
to the loaded syringe and the CI mixture was gently injected into the syringe until the tubing 
was filled. One port on the reactor was opened and the tubing was then placed at the side of the 
baffle within the reactor, next to the reactor wall to prevent the formation of droplets. Tubing 
must be kept above the reaction mixture. The Suba-seal was used to reseal the reactor. Tables 




Dodecalactam (monomer) mass 12g 
Ethylbenzene volume 60mL 
Catalyst volume 2mL 
N,N- Ethylene bis(steramide) mass 0.15g 
CI mixture volume (single injection) 2mL 
Octadecyl isocyanate injection rate 
(continuous injection) 
15 μL/min 
Oscillation frequency 1Hz 
Oscillation amplitude 32mm 












CI Mixture components Value 
Ethylbenzene 10mL 
Caprolactam 0.25g 
Octadecyl Isocyante 0.75mL 
Table 3.6 Table of CI mixture constituents 
 
3.4-Measurement tools  
3.4.1-Melting point analysis  
The melting point was determined using the Differential Scanning Calorimeter (DSC) 214 
polyma. The system was equipped with an intracooling system that could operate between 
temperatures of -70 to 600°C. Pressurised nitrogen (~2 bar) at flow rates of 40mL/min and 
20mL/min was used as the purge gas to prevent sample oxidation. 10-15mg of the sample was 
weighed and placed into an aluminium container. A pierced lid was used to cover the pan. An 
empty pan was used as a reference to track the heat flow. Due to the specific heat capacity of 
the sample, the reference pan usually the heats slightly quicker. Upon heating both pans will 
have parallel heat flow signals until a physical change within the sample occurs. At which point 
more or less heat will be required to keep sample pan the same temperature as the reference 
pan. By measuring the difference in the heat flow signals the amount of heat absorbed or 
released during these transitions can be measured.    
 
Netzsch Proteus© thermal analysis program version 7.0.1 was used for data acquisition 
and analysis. For PA-6 analysis the sample was heated to 250°C at a rate of 10K/min, then 
cooled back down to 25°C at the same rate. The resulting melting and cooling curves were used 
to determine the melting point and crystallisation point. The melting point was considered to 
be the peak of the curve that was determined using the previously stated software. For PA-12 
analysis, the sample was heated to 200°C at a rate of 10K/min, then cooled back down to 25°C 






The analysis of the melting points of the product is the means for verification and 
confirmation of successful synthesis, as both PA-6 and PA-12 have distinct melting points from 
other substances in the recipes as shown in Figure 3.4. The synthesised particles were then 
compared to control PA-6 and PA-12 polymers acquired from Sigma Aldrich as shown in 
Figures 3.5 and 3.6, this confirms if the nylon variant had been successfully synthesised. In 
both cases, the melting point of the particles is slightly lower than that of the control but still 
within normal values for PA-6 and PA-12. 
 
 
Figure 3.4 DSC spectrum showing melting point of all substances in the reaction mixture 








Figure 3.6 DSC spectrum comparing melting point of synthesised PA-12 particles and control 
PA-12 
 
3.4.2-Particle size analysis  
The particle size distribution was determined using a Mastersizer (series 3000). The 
Mastersizer uses laser diffraction to measure the size of particles. Particle sizes are measured 
by passing a laser beam through the dispersed particulate sample. The angular variation in 
intensity of the scattered light is measured. Larger particles scatter the light in small angles 
relative to the laser beam while small particles scatter the light in larger angles. The angular 
scattering intensity data is then examined using the Mie theory of light scattering. Laser 
diffraction offers multiple advantages over fractionation sieving techniques. Firstly, analysis is 
much quicker and easily reproducible. Secondly, if desired, laser diffraction can be used to 
make real-time measurements. However, laser diffraction techniques require substantial 
calibration when compared to sieving techniques        
 
Data acquisition and analysis were carried out using the Mastersizer 3000 software 
v3.40. For each sample, 0.5g of nylon particles were dispersed in approximately 5mL of 
propan-2-ol. Samples were placed in a Sonicator for 5 minutes and vigorously mixed by hand. 
Each sample was stirred at 2000 rpm and each sample was measured 5 times. Fresh dispersant 





respectively. No information on the absorption index could be found for either PA-6 or PA-12 
so an index of 0.5 was used for both. Both sets of particles were considered to be none spherical. 
Figure 3.7 and Table 3.7 shows the typical particle size distribution from the Mastersizer.    
 
a  b
Figure 3.7 a) Particle size distribution of PA-12 synthesised particles b) Particle size 
distribution of PA-6 synthesised particles 
 
Sample Name Dx(10) (μm) Dx(50) (μm) Dx(90) (μm) 
PA-12 OBR 
retry 8 




13.8 40.1 94.3 
Table 3.7 Particle size distributions of PA-6 and PA-12 samples  
 
3.4.3-Molecular weight analysis  
Molecular weight was analysed by Smithers Rapra by Gel Permeation Chromatography, the 
results of which are shown in Figures 3.8, 3.9 and Table 3.8. Gel Permeation Chromatography 
is a chromatographic method where molecules in solution are separated by their size and 
molecular weight. The chromatographic column is packed with fine porous beads that are used 
to measure the dimensions of the sample. The amount of time the mobile phase stays within 





in the column will pass through the column directly. Smaller molecules that partially interact 
with the pores in the column matrix are separated and eluted from the column in order of 
decreasing size. The biggest drawback to this technique is the cost. PA-12 has very high 
chemical resistance. Among the few known solvents include the fertiliser m-cresol, 95% 
sulphuric acid and Hydrofluoroisopropanol (HFIP). HFIP is the most commonly used solvent 
in nylon analysis. However, this is very expensive solvent and therefore the amount of sample 
that can be analysed is limited. The other major drawback to Gel Permeation Chromatography 
is that is does not, by itself, give absolute values for molecular weight. Therefore, it works best 
if samples are analysed in bulk, using the same calibration. If analytes are being analysed under 
different calibrations a reference sample would have to be chosen and analysed under both 
calibrations to allow for compassion between groups.   
 
The instrument used was a Malvern/Viscotek TDA 301 with associated pump and 
autosampler. The columns were Agilent PL HFIPgel guard plus 2 x PL HFIPgel 300 x 7.5mm, 
9μm. The solvent of choice was 1,1,1,3,3,3-hexafluoropropan-2-ol with 25mM NaTFAc. 
Samples were eluted at a flow rate of 0.8mL/min at 40°C. The GPC system was calibrated 
using Agilent Easivial polymethylmethacrylate calibrants. Each sample was prepared by 
adding 10mL of solvent to 20mg of sample. The sample was left overnight to ensure complete 
dissolution. The solution was mixed and filtered through a 0.45μm membrane into autosampler 
vials. Vials are placed in an autosampler. Injection of contents of each vial was carried out 







Figure 3.8 Average molecular weight distributions based upon two scans of various 
synthesised PA-12 polymer particles 
 









Nylon-variant  Sample Molecular Weight  
PA-12 Retry 3 45,100 
 Retry 4 36,100 
 Retry 5 40,100 
 Retry 7 42,900 
 Retry 8 26,900 
 Retry 9 35,300 
 Retry 10  
PA-6 PA-6 CL-P-1 4110 
 PA-6 CL-CP-1 3990 
 PA-6 CL-CP-2 3820 
 PA-6 CL-P-8T2 2580 
 PA-6 CL-P-9T2 2540 
Table 3.8 Molecular weights of PA-6 and PA-12 samples 
 
3.4.4 Morphology analysis  
Morphology analysis was carried out using an FEI Quanta 3D FEG Dual Beam Scanning 
Electron Microscope. The election microscope develops images from samples by scanning the 
sample with a beam of electrons. The electrons interact with surface of the sample, this 
produces multiple signals that contain information about the topography and composition of 
the sample. The electron beam is scanned in a raster scan pattern. The position of the beam is 
combined with the intensity of the detected signal to produce an image. SEM microscopes have 
a potential resolution of 0.2nm, allowing for the creation of highly detailed images of 
organelles within a cell. Something that is not possible to do using light microscopes. However, 
electrons can be deflected by molecules in the air, therefore the sample must be placed in a 
vacuum. Additionally, a sample must be electrically conductive. Samples that are 
nonconductive must be coated with ultrathin layer of a conductive material such as gold. 
Magnification of PA samples ranged from x100 up to x35,000. An example of which is seen 







Figure 3.10 Example SEM images of PA-12 
 
3.5-Kinetics study 
Reaction kinetics were followed via ATR-FTIR by analysing the gradual reduction in the 
carbonyl peak of the caprolactam as the reaction progresses. This is shown in Figure 3.11. The 
peak has a very strong signal and is isolated from other large peaks in the spectrum. As nylon 
particles are formed and precipitate, the intensity of the carbonyl peak decreases. The FTIR 
instrument sends infrared radiation ranging from 10,000cm-1 to 100cm-1 through the sample. 
Absorbed energy is converted into rotational and vibrational energy. The detector measures 
what wavelengths have been absorbed. The resulting signal is presented as a spectrum. Each 
molecule and chemical structure and functional group has a unique spectrum. Very little 
analyte is required for successful analysis. Samples can either be in the solid or liquid state and 
require no preparation. Results are easily reproducible and there are minimal operator-induced 
variations. However infrared spectroscopy cannot analyse an analyte that does not possess a 






a         b    
Figure 3.11. a) FTIR spectra of caprolactam dissolved in ethylbenzene at the beginning of the 
reaction and b) FTIR spectra of caprolactam dissolved in ethylbenzene near the end of the 
reaction 
 
Kinetic studies were carried out using a Shimadzu IR Prestige-21 Fourier Transform 
Infrared spectrometer equipped with a Specac® Quest ATR diamond accessory. For each 
sample, 2-3 drops were placed in the centre of the ATR. Each sample was analysed 5 times. 
IRsolution software was used for data analysis and acquisition. For each analysis, a Happ-
Genzel apodization was employed. The sample was scanned 45 times with a resolution of 4. 
The resolution indicates the degree of fineness of the data obtained. With a resolution of 4 
spectra will be obtained in intervals of ~2cm-1. The range of each scan was 600-4000 cm-1. To 
account for heavy noise in the spectra from reaction under normal conditions, samples first 
smoothed by 25 points. This was followed by a two-point baseline correction at points of 
1589.3 cm-1 and 1701.2 cm-1.   
For equimolar reactions the isocyanate peak of the CI was followed to measure reaction 
kinetics instead of the carbonyl peak of the monomer. The isocyanate peak was followed 
because as nylon wasn’t precipitating there would be no change in the carbonyl peak. Upon 
reacting with caprolactam the isocyanate group on the CI would be transformed to an amide 
group. Therefore, by monitoring the decrease in the isocyanate peak kinetics can be observed. 
To determine how peak heights corresponded to monomer concentration, a calibration 
curve was created using the quantitation function provided with the IRsolution software. Five 








calibration. Each sample was dissolved in 9mL of ethylbenzene. The IRsolution software 
determined the maximum peak height between the ranges of 1610.56 to 1737.86 cm-1. Figure 
3.12* is the calibration curve.  
 
Mass of caprolactam (g) Concentration of 
caprolactam (mol L-1) 
Peak height 
3 3 0.25 
1.5 1.5 0.17 
0.75 0.74 0.099 
0.375 0.368 0.05 
0.1875 0.184 0.025 
Table 3.9 Summary of the calibration curve data  
 
 
Figure 3.12* Calibration curve showing how carbonyl peak height is related to monomer 
concentration 
 
y = -0.0221x2 + 0.1505x - 0.0017
R² = 0.9998






















Chapter 4 - PA-6 synthesis and kinetics  
 
This chapter is split into two sections. The first section presents the results and discussion of 
the effect of experimental parameters on polymer properties. The second section is focused on 
the effect of experimental parameters on reaction kinetics. 
 
4.1-PA-6 synthesis  
4.1.1-Introduction 
Nylon particles were first created by the pioneering work of Chrzczonowicz 3, 82 through the 
anionic precipitation polymerisation of caprolactam. Even with the presence of a catalyst, 
anionic polymerisation of lactams requires very high temperatures due to the low 
nucleophilicity of caprolactam. To circumvent this requirement a chain initiator is used. The 
chain initiator can be added in two different ways, either all at once(‘one-shot’) or through 
continuous injection over a set time. Published research regarding pure nylon particles is rare, 
and almost all research was focused on synthesis using the ‘one-shot’ injection method.  
 
There are many different competing variables (or factors) involved in nylon particle 
synthesis that can affect the resultant polymer’s properties. These variables include but are not 
limited to temperature, monomer/catalyst ratio, monomer/solvent ratio, catalyst/CI ratio, 
mixing speed, choice of catalyst, choice of CI etc. The majority of literature has focused on 
how the choice of CI and catalyst used in the synthesis of nylon particles impacts the polymer 
properties. Data pertaining to continuous injection of chain initiator is very limited. Patents47, 
49 state what factors affect polymer properties, such as melting point, molecular weight and 
particle size, but are voided of quantitative data that are crucial to the development of a viable 
synthesis route and in turn the creation of bespoke particles. Due to the extended reaction time 









Factorial design or Design of Experiment (DOE) is a multivariate statistical tool that analyses 
a system’s response to changes in specified variables or process parameters. The impact of 
each parameter can be quantified and the statistical significance of the process response 
determined. This allows for the optimal values for a given response to be obtained.  A factorial 
design also has the additional benefit of analysing any potential combination of variables that 
can affect a chosen response, i.e. a 2-way interaction. For example, both the catalyst 
concentration and monomer concentration of a system may positively affect the molecular 
weight of a polymer but at high catalyst concentration the influence the monomer concentration 
has on molecular weight is reduced. Such observations would be very difficult to make using 
traditional methods. 
 
This powerful technique can be used to improve control, increase reliability and lower 
production costs122. Factorial designs have previously shown to be an effective method to 
analyse polymer properties123-127. In these factorial designs many different factors were tested 
by, for example, analysing the impacts temperature, reaction time and oxidant concentration 
have on the yield of polyaniline particle synthesis. This helped to develop a model that 
accurately predicted how multiple variables affected drug release from extended-release 
extrudates124.    
 
Once a factorial design goes beyond three factors, it becomes increasingly complex. In 
the majority of designs, each factor is represented by two levels, ‘high’ and ‘low’. These two 
levels are the limits of the design. In rare cases, a 3-level design is also used. The number of 
experiments required by a normal design is 2n, so 5 factors would require 32 experiments as 
illustrated in Table 4.1. By this point, it can become advantages to use either a fractional 
factorial design (FFD) or a Plackett-Burman screening design. The purpose of design screening 
is to identify the main variables that have a statistically significant effect on a response. A FFD 
has an lower or higher resolution to a screening design (see Table 4.2). The resolution of a 
design describes how the main effects are confounded with 2-level, 3-level interactions and 
etc. Confounding, or aliasing, is when the estimated effect of one factor includes the influence 
of another.  Like a factorial design, the Plackett-Burman design consists of a series of 





However, while the screening design has a lower resolution, it can successfully screen up to 11 
factors with only 12 experiments (does not include centre points) and can significantly convert 
any three factors used in the design to a full factorial design without additional experiments. 
Therefore, assuming you have 11 factors and all responses are only affected by any three (or 
less) factors, 12 experiments will yield the same amount of information as 2048 experiments 
required to complete a full factorial design! The fractional factorial design cannot directly be 
converted into a full design. It was for these reasons that the Plackett-Burman design was 
chosen over a fractional factorial one.  
 







Table 4.1 List showing how many experiments are required to carry out a full factorial 
analysis depending on how many variables are present 
 
The six factors of interest in the PA-6 synthesis are temperature, monomer mass, 
solvent volume, catalyst volume, the rate of CI injection and mixing intensity. These factors 
were chosen because all have been stated to have an influence over either molecular weight, 
particle size or melting point, but have not been studied in detail. The effects of different 
catalysts and CIs combinations have on polymer properties are well documented, so they were 








Design No. of experiments required 
Plackett-Burman screen 12 
Fractional (1/8) factorial 
design 
8 
Fractional (1/4) factorial 
design 
16 
Fractional (1/2) factorial 
design 
32 
Table 4.2 List of different factorial designs and required experiments that can be used to 
analyse 6 factors 
 
4.1.3-Experimental design  
The Plackett-Burman design uses the following polynomial to correlate the dependant and 
independent variables:  
 𝑌 = 𝐴0 + 𝐴1𝑍1 + 𝐴2𝑍2 + 𝐴3𝑍3 ± − − ∓𝐴𝑛𝑍𝑛 (4.1) 
 
Where Y is the response, Z1 to Zn are the different factors, A0 the constant and A1 to An are the 
values of the factors. The values of the variables are provided in Table 4.3. A 6 factor 12-run 
Plackett-Burman was generated via Minitab 17. Within the design, each factor is represented 
by two levels of ‘high’ and ‘low’. These two levels are the limits of the design. 
 
A parameter is considered significant when it has shown to be not equal to zero. 
Analysis of variance (ANOVA) calculates a p-value with the null hypothesis that the 
corresponding parameter value is equal to zero. The p-value, also known as the calculated 
probability, is the likelihood that under a chosen model the summary of the data would be equal 
to or greater than it’s observed value130. Should the p-value be less than the significance level 
(alpha, α), the null-hypothesis is excluded. A value is considered statistically significant when 
p<0.05 and highly significant when p<0.001. The magnitude of the factor value determines its 





The initial regression model has all the factors included in the model.  From this point, 
the values that are not statistically significant are systematically removed with the highest p-
value removed first and so on. Values are removed one at a time because the removal of one 
factor can cause another to become significant. In the cases where there are 3 or less significant 
factors, the model is then converted into a full factorial design to include any potential 
interactions so as to further improve the model.  
 
 Code Low level High level 
Monomer Mass Z1 5g 7g 
Solvent volume  Z2 16mL 20mL 
Catalyst volume  Z3 1mL 2mL 
Rate of injection Z4 5µ/min 10 µ/min 
Temperature  Z5 90 110 
Stirring speed  Z6 250 350 
Particle size Dx50 Y1   
Molecular weight  Y2   
2nd Melting point  Y3   
Crystallisation point  Y4   
Table 4.3 Table of variables values and desired responses 
 
4.1.4-Interpretion of DOE data  
The S-value represents the standard deviation of how far data values diverge from fitted values. 
Therefore, the lower the S-value, the greater a model’s ability to describe the response variable. 







The R2 value is the percentage of variation in the response variable described by the 
model. It is calculated by the equation shown below: 
 
 
𝑅2 = 1 −
𝐹𝑖𝑟𝑠𝑡 𝑠𝑢𝑚 𝑜𝑓 𝑒𝑟𝑟𝑜𝑟𝑠




Where the first sum of errors is the variation not explained by the model and the second sum 
of errors is all variation within the model. When adding new factors to a model, the R2 will 
always be at least as high as its highest value for the previous model. Due to this, R2 is a tool 
that is best used to compare models with the same number of factors. The R2 adjusted is like 
the R2 but considers the number of factors included within the model. As such the R2 adjusted 





(1 − 𝑅2)(𝑛 − 1)
𝑛 − 𝑘 − 1
] = 1 
(4.3) 
 
Where n is the number of points within the data sample and k is the number of variables within 
the model. The R2 (pred) is calculated with a formula that is equivalent to systematically 
removing each observation from the set, estimating the regression equation, then determining 
how well the model predicts the removed observation. In effect, the R2 (pred) shows the 
predictive ability of a model. A model with a substantially lower predicted R2 than R2 value 
can indicate that there are too many predictors in the model.  
 
This thesis uses three different charts to illustrate the results of a model derived from a 
design. The three charts used were Pareto charts of standardised effect, interaction plots and 
3D-cube plots. The Pareto charts show what factors from the highest weight to lowest are 
involved in the model. Should a factor cross over the red dotted line, they are considered 
statistically significant. The interaction plot contains two blue and green dots. The blue dots 
signify the mean value of a factor at its ‘low’ and ‘high’ levels and is joined by a single line. 





represents the centre point. The green dots are similar to the blue dots, but they represent the 
other factor of interest.  The 3D cube plot shows various relationships between factors and a 
response within a model. Each cube can show three factors, and should the model only contain 


























4.1.5 Results and discussion 












1 1 1 7 16 2 5 90 250 
2 1 1 7 20 1 10 90 250 
3 1 1 5 20 2 5 110 250 
4 1 1 7 16 2 10 90 350 
5 1 1 7 20 1 10 110 250 
6 1 1 7 20 2 5 110 350 
7 1 1 5 20 2 10 90 350 
8 1 1 5 16 2 10 110 250 
9 1 1 5 16 1 10 110 350 
10 1 1 7 16 1 5 110 350 
11 1 1 5 20 1 5 90 350 
12 1 1 5 16 1 5 90 250 
13 0 1 6 18 1.5 7.5 100 300 
14 0 1 6 18 1.5 7.5 100 300 
15 0 1 6 18 1.5 7.5 100 300 
16 0 1 6 18 1.5 7.5 100 300 




4.1.5.1-Effect of factors on the molecular weight  
The Plackett-Burman (PB) experiments were carried as shown in Table 4.4 (reactions were 
carried out in a randomised order). The model produced is labelled model 1A (see Figure 4.1 
and Table 4.5).  The non-significant figures were then removed systematically from the 





than 1A, indicated by the lower R2 values and larger S value. This may be caused by the 
confounding of factors that can occur with lower resolution designs. No literature can be found 
by the author to show that mixing intensity has a significant influence over the molecular 
weight. Therefore, confounding may have caused the stirring speed to become a significant 
player. To test this hypothesis, the PB was converted into a full factorial design using the 
variables temperature, the rate of injection and monomer mass. The subsequent model is 
labelled model 3A. As can be seen in Table 4.5, the removal of the mixing speed factor in the 
conversion to full factorial has improved the quality of the model. The S-value has decreased 
and R2 (adjusted) value has increased as well. As before the non-significant figures were 
removed and the final model 4A was produced. For all models in the thesis, the actual p-values 





 S-value R2 R2 (adjusted) R2(predicted) 
 Model 1A 444.3 96.57% 92.57% 80.32% 
 Model 2A 466.7 
 




Model 3A 335.6 
 
98.38% 96.12% * 
 Model 4A 311.5 
 
98.05% 96.66% 94.17% 
Table 4.5 Summary of each model studying the influence of various factors over molecular 








a  b  
c  d  
Figure 4.1 Pareto graphs of Models 1A (a) 2A (b), 3A(c) and 4A(d) 
 
In agreement with various patents and literature, increasing the temperature increases 
the molecular weight of the polymer produced. Of the variables tested, the model found that 
temperature was the most important factor for controlling molecular weight. The work by 
Schreiber and Waldman131 theorised that the temperature dependence of molecular weight was 
caused by the dissociation of polymer aggregates in the solution that have been made from 
inter-chain entanglements. Higher reaction temperatures lead to an increase in polymer-solvent 
interactions. This, in turn, causes gradual disentanglement.  
 
Increasing the rate of injection was found to have a negative impact on molecular 
weight, as it would lead to more active sites for the monomer to react with, resulting in more, 
but smaller growing chains.  Conversely increasing the monomer concentration leads to an 
increase in molecular weight. Again, this agrees with various patents and literatures pertaining 






However, the negative impact the rate of injection has on molecular weight did not 
agree with the findings of Hilaire and Guerin who observed that reducing CI concentration 
decreased molecular weight135. The possible reason for this contradiction is complex. Using 
the single injection method it is known that the optimal CI/catalyst ratio is approximately 
0.67/160. Any deviation from this ratio would lead to a decrease in molecular weight. Even at 
the low-level injection rate tested in this work, this ratio may have been exceeded over the 
duration of the reaction time, with the high-level injection rate causing further deviation. In 
contrast, the injection rates and times used by Hilaire and Guerin may have never reached the 
optimum ratio. Furthermore, Udipi et al74 observed when studying the reaction in bulk that 
below certain concentrations, decreasing the concentration of the CI further would cause an 
increase in molecular weight, but above the specific concentration, increasing CI concentration 
increases the molecular weight.  
 
Interestingly the interaction plot of Figure 4.2 shows that as the rate of injection 
increases there is a strong negative interaction with monomer mass. At lower rates of injection, 
increasing monomer mass has a substantial positive effect on the polymer’s molecular mass, 
however, at higher injection rates, this effect becomes negligible. This shows that two dominant 
factors tested in controlling molecular weight overall are temperature and rate of injection as 
shown in Figure 4.3, with monomer mass having a smaller, but significant influence. 
 
Where the results differ substantially from literature is the effect the catalyst has on 
molecular weight. Surprisingly, our results showed that the catalyst concentration had very 
little influence on molecular weight. This disagrees with other literatures where increasing the 
catalyst concentration increased the molecular weight until an optimum value is reached, after 
which further increases in concentration would have a negative effect on molecular weight. 
This optimum value is dependent on both the monomer and CI concentration. It may be that 
the continuous injection method limits the influence of the catalyst concentration. Another 







Figure 4.2 Interaction plot between monomer mass and rate of injection 
 
 
Figure 4.3 Cube plot of temperature, the rate of injection and monomer mass relationship 
effects on molecular weight 
 
4.1.5.2-Effect of factors on the melting point 
The process used to develop the model to describe the melting point is the same as the one used 
to develop the molecular weight model. Firstly, the initial model 1B is produced and the non-
significant figures removed systemically to produce model 2B (see Figure 4.4). The removal 
of these factors improved the model predictive-ability substantially with R2 (predicted) going 
from 17.89% to 68.49% (see Table 4.6), however, improvements to the standard error of the 






The screening found that the two most important factors were temperature and solvent 
volume. This is surprising as the relationship between molecular weight and polymer melting 
point is well known, where as molecular weight increases so does the melting point until it 
reaches its maximum value. Therefore, it would be expected that the same factors that affect 
molecular weight would affect the melting point, but this is not the case. The reported melting 
points for nylon-6 particles vary from 205°C 7, 60 to 215°C 136, 137. Under optimum conditions, 
215°C was reached in this work. It is possible that when the temperature is high, excluding the 
influence of the solvent volume, the necessary molecular weight is reached regardless of the 
rate of injection or monomer mass. Work carried out by Florin and Grolier also noted that a 
higher reaction temperature resulted in particles with a higher melting point. They suggested 
that this increase was caused by changes in the crystallinity and morphological properties of 
the particles7.  
 




Model 1B 2.28471 
 
89.34% 78.68% 17.89% 
 Model 2B 2.25167 
 
83.73% 79.29% 68.49% 
Full 
Factorial 
Model 3B 1.33010 96.90% 92.77% * 
 Model 4B 1.33497 95.32% 92.72% 85.77% 







a  b  
c   d  
Figure 4.4 Pareto graphs of Models 1B (a) 2B (b), 3B(c) and 4B(d) 
 
The solvent volume having a positive influence was most surprising. This is a direct 
contradiction to the finding of the molecular weight analysis, which found that the solvent 
volume had a negative, albeit insignificant impact on molecular weight. One possible 
explanation is that melting point depression is caused by trapped and unreacted monomer. It is 
known that one of the issues with precipitation polymerisation is the presence of impurities in 
the final product. As each experiment was only carried out over a period of two hours, each 
reaction was not given the required time to reach completion. Because of this, there would still 
be monomer present in the solution. As the solution volume increases, the corresponding 
monomer concentration would be lower. Therefore, there will be less unreacted monomer 
trapped within the polymer particles at higher solvent volumes once the reaction has been 
quenched and the polymer dried. 
 
Solvent volume and temperature were then involved in the conversion of the PB into 
an FF design, resulting in model 3B. While it was not considered to be statistically significant, 





additional experiments and any impact rate of injection could have may have been masked due 
to aliasing.  
 
  Model 3B saw a substantial improvement in the S-value and smaller increases to the R2 
(adjusted) and R2 (predicted) values. Again, non-significant factors were removed 
systematically until model 4B was created. Interestingly the full factorial design showed that 
the rate of injection had a slight, but a statistically significant negative influence on the melting 
point, as would be expected due to its impact on the molecular weight. Additionally, the design 
conversion from PB to FF suggested that there was a minor but statistically significant negative 
interaction between solvent volume and temperature shown in Figures 4.5 and 4.6. 
Interestingly, this is despite both the corresponding main factors having a positive influence 
over the melting point. Further investigations would have to be carried out in order to 
understand the source of this interaction.    
 
 






Figure 4.6 Cube plot of temperature and solvent volume effects on 2nd melting point 
 
4.1.5.3-Effect of factors on mean particle size 
The process used to screen the mean particle size response were the same as the previous two. 
Model 1C was first produced by the PB screening design. Insignificant variables were then 
systematically removed, resulting in model 2C. As can be seen from the model summary in 
Table 4.7, low S-values together with over 90% R2 values indicate that this is a very good 
model. The three significant factors were mixing speed, the rate of injection and monomer mass 
(Figure 4.7).  
 
Research into a range of different polymers formed by precipitation polymerisation 
have all shown that increasing monomer concentration increases the polymer particle size .47, 
134, 138, 139 The reasons for this are two-fold: greater monomer concentrations are able to sustain 
growth of larger particles and; increase in concentration changes the equilibrium distribution 










Model 1C 2.15658 
 
98.21% 95.09% * 
 Model 2C 1.90411 
 
97.56% 96.17% 93.32% 
Full 
Factorial 
Model 3A 2.13596 
 
98.05% 95.32% * 
 Model 4C 1.69092 
 
97.80% 97.06% 95.63% 
Table 4.7 Model summaries for each mean particle size model 
 
a  b
c  d  






By far the most influential variable on the particle size is the stirring speed. It was 
observed that an increase in stirring speed (agitation) causes the particle size and distribution 
to decrease, as shown in Figure 4.9. This observation is in agreement by the research by Hilaire 
et al47 on PA-6 particle synthesis and a host of other work on polymer particle size control140, 
141. An explanation for this is that as the shear imposed upon the system increases so does the 
breakage of agglomerates. This results in finer and narrower particle sizes and distributions.  
 
Again the observation that the rate of injection causing an increase in particle size was 
in agreement with the work done by Hilaire47. A possible explanation for this is that due to 
increasing injection rate there are more centres for polymer growth at any one time. This, in 
turn, means that the rate of aggregation of these growing particles will also increase, resulting 
in greater particles sizes.      
 
The lack of apparent effect caused by temperature is unusual as all work on particle 
sizes found by the author state that an increase in temperature corresponded to an increase in 
particle size. Increasing the temperature would increase the rate of collisions between growing 
particles, leading to a greater rate of agglomeration. On the other hand, higher collisions would 
lead to more particle breakage, it seems that breakage was dominant over agglomeration. 
Further investigations should be carried out to see if these results are found at lower stirring 
speeds.   
 
It should be noted that increasing the catalyst concentration also had little effect on 
particle size. Based upon previous work investigating nylon particle synthesis it would be 
expected that increasing the catalyst concentration would cause an increase in particle size as 
well47, 60, 142. As the CI is added continuously over a long period time, there could possibly be 
an optimum catalyst/CI ratio for particle growth, and even at low injection rates, this ratio may 
be exceeded. Therefore, again eliminating any influence the catalyst concentration may have 






To determine if the model could be improved upon even further, the PB was converted 
into a full factorial, resulting in model 3C. Non-significant variables were then systematically 
removed, result in model 4C (Figures 4.7). As can be seen from Table 4.7, there was a 
substantial decrease in the S-value but very little change in the R2 value. The main difference, 
however, is that the full factorial design did not have monomer mass as a significant factor, 
instead, it had a two-way interaction between monomer mass and stirring speed as the 
significant factor. As can be seen from the interaction plot (Figure 4.8) and the cube plot (Figure 
4.9), stirring rate becomes more even influential as the monomer mass increases as shown when 
at higher monomer concentration and at the same stirring speed, the resultant particle size was 
smaller than particles gained when the lower monomer concentration was used. 
 
 







Figure 4.9 Cube plot of monomer mass, the rate of injection and stirring speed relationship 
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1 7 16 2.0 5.0 90 250 4500 201.9 60.9 
2 7 20 1.0 10.0 90 250 1600 207.1 66.3 
3 5 20 2.0 5.0 110 250 4840 207.2 57.8 
4 7 16 2.0 10.0 90 350 2540 198.6 49.4 
5 7 20 1.0 10.0 110 250 4030 212.5 70.6 
6 7 20 2.0 5.0 110 350 6900 216.4 40.1 
7 5 20 2.0 10.0 90 350 2150 209.4 51.3 
8 5 16 2.0 10.0 110 250 4100 213.7 65.0 
9 5 16 1.0 10.0 110 350 3670 209.9 54.7 
10 7 16 1.0 5.0 110 350 7110 215.0 38.1 
11 5 20 1.0 5.0 90 350 2580 208.5 44.4 
12 5 16 1.0 5.0 90 250 2460 202.5 53.7 
13 6 18 1.5 7.5 100 300 3990 210.4 52.8 
14 6 18 1.5 7.5 100 300 3820 210.4 54.6 





While there has been a substantial amount of literature on the kinetics of anionic polymerisation 
of nylon in bulk, only two studies were found by the author on the study of the kinetics of nylon 
particle synthesis though precipitation polymerisation7, 76.  The investigations by Stratula-
Vahnoveanu indicated that the nylon particle synthesis proceeded through pseudo-first-order 
kinetics.  
 
One other publication investigated nylon variants that stayed in solution after the 
reaction had finished75. Under those conditions, polymerisation exhibited a first-order rate 
dependence on the monomer and chain initiator and a zero-order rate dependence on the 





the catalyst and chain initiator increased the rate of polymerisation up to a point67, albeit this 
study was carried out under bulk polymerisation. Work done by Dan et al. stated that similar 
effects occurred in particle synthesis, however, no quantitative data was provided60. These 
works were primarily interested in the study of reaction kinetics using a one-shot injection 
method. The work by Dan and Grolier7 investigated the continuous method but was more 
interested in how the continuous injection of C controlled heat release more than overall 
kinetics. 
 
Furthermore, studies using CO2 and sodium caprolactamate as the chain initiator and 
the catalyst respectively showed that not only did the CI/catalyst combination influence rate of 
polymerisation but could potentially change the rate determining step as well. When both the 
catalyst and CI are considered ‘slow’ acting, the rate determining step is the ‘initiation’ step 
between the CI and the catalyst78. Therefore, the overall rate equation would be of a second 
order. In contrast when a ‘fast’ acting system is used, the propagation reaction step becomes 
the rate-determining  step leading a first-order reaction mechanism36, 74. In most literature, the 
propagation step is considered the rate-determining step and most kinetic models are based on 
this. Work done by Ueda et al. stated that even the concentrations of the catalyst and chain 
initiator can cause the rate equation to change79, but it should be noted that these observations 
were made using a ‘fast’-acting CI/catalyst combination so how valid such observations would 
be for a slow acting catalyst/CI combination is questionable.  
 
4.2.2-Analytical methods 
Dan et al. and Stratula-Vahnoveanu et al. used isothermal calorimetry and gravimetric analysis, 
respectively, in studying nylon particle synthesis. Gravimetric analysis is a simple analytical 
method that requires very little analytical apparatus but is very time-consuming as it requires 
multiple reactions to investigate a single variable. For example, to study the reaction kinetics 
at 100°C the reaction would have to be carried out multiple times, with each subsequent 
reaction being quenched at a later period to analyse how much product had been synthesised 
in that period. The calorimetric method allows for in situ measurements and is therefore less 
time-consuming7. However kinetic information is gained from a profile of heat-rate against 
time, not from the more common profile of substrate/product concentration against time. In 





heat caused by crystallisation; further analysis would have to be carried out to quantify the heat 
of crystallisation. When a catalyst is used, either the catalyst or substrate is usually added in 
either one-shot or multiple injections. Continuous injection is much less common, because 
should the reaction become inhibited then the quality of the results can become suspect143. This 
could potentially be an issue because it is known that at lower reaction temperatures, 
polymerisation caprolactam into nylon particles can be ‘physically interrupted’76.  Calorimetry 
would not be able to detect this directly.  
 
For these reasons it was decided that a different method would be used to measure 
polymerisation parameters in order to extract kinetics. The method chosen was Attenuated 
Total Reflection-Fourier Transform Infrared (ATR-FTIR) spectroscopy. Using this method 
there is no requirement to dilute samples144 and spectra can be gained quickly. Since only drops 
are required for analysis, samples could be analysed multiple times, increasing the reliability 
of results. The in situ FTIR probes available had a maximum operating temperature of 70°C. 
At those temperatures the reaction would be prohibitively long therefore in situ measurements 
were not attempted. Unlike calorimetry, this method follows the rate of the consumption of the 
reactant directly so there is no need to differentiate between the heat of reaction and the heat 
of crystallisation. The main disadvantage with this method is that any sample must be analysed 
immediately once removed from the main reactor. Attempts to quench and store samples for 
later analysis all failed. More details are provided in section 4.4.2. 
 
To ensure that the correct reaction order is determined, the data of a reactant decreasing 
with time is fitted to rate equations.  Should the data fall on a straight line for a given rate 
equation, the reaction order is confirmed. Should the plot curve upwards then the actual order 
of reaction is less than assumed, and vice versa.  The first order rate equation and its integrated 




















) = 𝑘𝑡 
(4.5) 
 

























 𝐶𝐴0−𝐶𝐴 = 𝑘𝑡 (4.9) 
 
Where -rA is the reaction rate (units change with reaction order), k is the rate constant (units 
change with reaction order), t is the reaction time (min), CA0 is the initial concentration of 
material (mol L-1) and CA is reactant concentration and any point in time (mol L
-1). 
 
4.2.3-Results and discussion  
Figures 4.10 and 4.11 are the plots of the integrated rate form for both single and continuous 
injection methods respectively. In both cases, pseudo-first-order reaction kinetics were 
observed.  
A small difference between the single and continuous injection can be visualized at 
approximately 15 minutes into the reaction. In the single injection (Figure 4.10), there is a sharp 





This corresponds to the reaction taking place in the homogeneous medium where polymer 
growth is the fastest6. After a certain amount of time dependent on the degree of polymerisation 
and polymer concentration, a liquid-liquid phase separation occurs, creating a polymer rich 
phase and a solvent rich phase. This slows down the reaction, which is manifested by a lack of 
dip as seen past the 15-minute mark in Figure 4.11 when the CI is added continuously. This 
indicates that the continuous injection method limits the rate of the reaction during the 
homogeneous phase. 
 
Using a low-efficiency catalyst and chain initiator it was expected, based on the work 
by Dan and Vasilie-Opera78 who used a ‘fast-slow’ catalyst/CI combination that the initiation 
step was the rate-determining step, which would result in second-order reaction kinetics. The 
first order kinetics observed suggests that propagation is still the rate determining step. One 
potential reason for this is that the efficiency of the catalyst/CI combination is still high enough 
to ensure that the propagation step is the slowest step in the reaction. The usage of a slow-
acting catalyst, such as Red-Al, helps to suppress the propagation step as well as the initiation 
step. The combination used by Dan and Vasiliu-Opera would have only suppressed the 
initiation step but not propagation. One other possibility is that the initiation step is the rate 
determining step with this catalyst/CI combination, but side reactions are consuming the chain 










Figure 4.10 Caprolactam consumption with time and the corresponding integrated rate plots     
for one-shot injection of CI 
To investigate if side reactions were causing this deviation further reactions under 
equimolar conditions without the presence of the catalyst were carried out. The lack of catalyst 
meant that the chain initiator reacted with the monomer and, in theory, the reaction would 
progress no further than the ‘initiation’ stage. A potential reaction mechanism for this is shown 
in Figure 4.12. Under these conditions, both the monomer and the CI would be consumed 
linearly over time. Therefore, a reaction order of two should be observed regardless of what 








Figure 4.11 Caprolactam consumption with time and the corresponding integrated rate plots     











Section below concerns equimolar reactions only 
Under equimolar conditions there is no precipitation of a product, therefore reaction 
kinetics cannot be followed using the carbonyl group. Thankfully, equimolar conditions the 
isocyanate group on the chain initiator becomes visible to FTIR and is consumed during the 
reaction as shown in Figure 4.12. However, if CI was injected into the mixture it would be very 
difficult to follow kinetics as the isocyanate group would be consumed as it entered the reactor. 
Effectively isocyanate signal wouldn’t be seen on the FTIR spectrum. To account for this 
experiments where reaction was carried out under semi-batch conditions the dissolved 
monomer was injected in the reactor containing the CI and a known volume of ethylbenzene.  
Figures 4.13 and 4.14 illustrate that under equimolar conditions both injection methods 
retain first order kinetics. Therefore, side reactions must be taking place to cause this deviation 
from second order kinetics. Consequently, the same side reactions may also take place under 
normal polymerisation conditions.  
 
 
Figure 4.13 a) OI consumption against time for single injection with a reaction temperature of 






Figure 4.14 OI consumption against time for continuous injection at 70μL/min and 70°C and 
correspoding integrated rate plots  
 
The self-polymerisation of caprolactam is known to require temperatures up to 220-
250°C145 but the presence of a chain initiator may allow for some oligomerisation to occur at 
much lower temperatures. The first order rate dependence on chain initiator concentrations 
suggests that oligomerisation is occurring.  To try to account for these potential side reactions 
the reaction temperature was lowered from 70°C to 40°C for the single injection run and to 






Figure 4.15 OI consumption against time for one-shot injection at 40°C and corresponding 









Figure 4.16 a) OI consumption against time for continuous injection at 70μL/min and 50°C 
and corresponding integrated order rate plots 
 
At lower temperatures, the difference in CI injection method had a substantial impact 
on the reaction order; pseudo-first-order kinetics are seen for the single injection method (see 
Figure 4.15). Conversely, second order kinetics were achieved using the continuous injection 
(Figure 4.16). When the monomer mixture is added continuously, the CI is in large excess until 
the end of the reaction. This suggests that the side reactions, at least at elevated temperatures, 
are caused by oligomerisation, not by the CI-monomer molecule reacting with the chain 
initiator. At lower CI concentration levels there may be a deviation from second-order kinetics, 
but this would require further experimentation to confirm.   
 
Interestingly when the injection rate lowers from 70 µL/min to 35 µL/min and the 
reaction temperature was raised to 80°C, the reaction order changes again from first to zero 
order as shown in Figure 4.17. Under these conditions, the reaction rates for the initial reaction 
between OI and the monomer and any potential side reactions are greater than that for the rate 





injection. Zero-order kinetics would be favoured with high reaction temperatures and low 
injection rates. However, this is in a delicate balance. Should the rate of injection increase or 
the temperature be below a certain point then the reaction would revert to first order. This 
reversion is caused by the rates of injection exceeding the rate of formation, allowing the 
monomer to accumulate within the reaction mixture and to take part in side reactions that were 
not possible at lower injection rates.   
 
It is impossible to tell from these results if polymerisation, specifically is of 1st or 2nd 
order using the OI/Red-Al combination. However, in practice even if polymerisation has 
second-order kinetics it would be very difficult to achieve the required reaction conditions to 
observe it and synthesise nylon particles in a reasonable time frame. In practice, overall 
reaction kinetics is either first or zero order depending on reaction temperature and injection 
rate 
 
Figure 4.17 a) OI consumption against time for continuous injection (35µL/min) at 80 C, b) 
Zero-order integrated rate plot 
 





4.2.3.1-Effect of Chain initiator and catalyst concentration  
As shown previously in Figure 4.11 under continuous injection conditions a first order reaction 
was achieved, assuming that the rate of production of particles is less than the rate of injection 
of the CI, resulting in the accumulation of CI in the reaction mixture.  
 
In both cases, the reaction stops before the caprolactam is completely consumed. This 
premature cessation of the polymerisation has been noted before in the work carried out by 
Stratula-Vahnoveanu and Vasiliu-Opera76.  Davé et al. found something similar when studying 
the reaction in bulk, albeit the reaction didn’t stop, only slowed down significantly. Two 
relevant reasons were proposed. Firstly, because the reaction temperature is below 
crystallisation temperature, there is a competition between polymerisation and crystallisation. 
Therefore, if the polymerisation rate is slow, then growing crystals may entangle with the 
growing chains, encumbering the mobility of active sites. Secondly, the gel-like structure may 
force a shift from a kinetic-controlled mechanism to diffusion based one67.  In the case of 
precipitation polymerisation, Dan and Vasiliu-Oprea stated60 that if the reaction temperature 
was sufficiently low, crystallisation could occur, hindering the various phase separations that 
continue within each droplet and hampering the transport of monomer within the solution phase 
to the active sites in the polymer-rich phase. As crystallisation progresses, polymerisation 







Figure 4.18 Caprolactam consumption at injection rates of 40μL/min, 30μL/min and 






Injection rate (μL/min) Order of reaction Rate constant (s-1) 
20 1st* 0.0078 
30 1st 0.0102 
40 1st 0.0104 
Table 4.10 Table of CI injection rates with corresponding reaction orders and rate constants              
* Reaction could be either 1st or 0th order based upon results. First order was chosen to 
determine approximate reaction rate 
 
As shown in Figure 4.18 when an injection rate of 20 μL/min is used it is impossible to 
determine if the reaction is either 1st or 0th order, however it can be determined that the reaction 
is not 2nd order. This difficulty in determining reaction order may indicate that at low injection 
rates a diffusion-based mechanism is competing with a chemical based one over the control 
over reaction kinetics. Due to subsequent injection rates having clear first order kinetics the 
first order rate law was used to determine reaction rate for the reaction at 20µL/min. Figure 
4.18 and Table 4.10 show that increasing the injection rate from 20 μL/min to 30 μL/min led 
to an increase in the rate constant from 0.0078s-1 to 0.0102s-1 but increasing the injection rate 
further had no impact on reaction rate. As mentioned previously crystallisation due to low 
reaction temperature would cause the premature cancellation of polymerisation, but that should 
not stop the newly added CI reacting with the monomer in the solution phase. Clearly, 
something else is stopping the reaction. It has already been shown that oligomerisation can 
occur without the monomer being anionically active. This oligomerisation leads to an increase 
in viscosity. As viscosity increases, it gets increasingly difficult for the active monomer to 
reach the active site of a growing chain. Furthermore, as more oligomer is synthesised, the 
solvent becomes poorer, leading the oligomer itself to crystallise hampering the reaction 
further. At higher injection rates, this oligomerisation becomes more pronounced, at a critical 
point oligomerisation and crystallisation will inhibit the maturation of polymer particles. This 







 Figure 4.19 Caprolactam consumption with catalyst volumes of 2mL, 4mL and 6mL and 
corresponding integrated rate order plots for all catalyst volumes 
 
 
As can be seen in Figure 4.19 similar observations were made in respect to catalyst 
concentration. At low catalyst volumes it becomes very difficult to determine the reaction 
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higher catalyst volumes clearly had a reaction order of 1 the first order rate law was used to 
determine the approximate reaction rate. Again, it appears that there is a competition between 
diffusion and chemical-based mechanisms over control of the reaction rate. Table 4.11 shows 
that as the catalyst volume increases from 2mL to 4mL, the reaction rate constant increases 
from 0.0043s-1 to 0.00792s-1, however the increases in the rate constant from 4mL to 6mL were 
somewhat smaller. As the catalyst will always be in vast excess of the CI at any given point, 
increasing or decreasing catalyst concentration should have no real effect on reaction kinetics. 
However, the oligomerisation and subsequent crystallisation would be hindering the access of 
active monomer to an active site. With more anionically active monomer, the probability that 
active monomer would be able to find a growing chain would increase. As the rate constant 
when using 6mL of catalyst was identical to the ones gained using higher injection rates it 
appears that oligomerisation becomes the dominating factor with respect to the reaction rate.  
 
These results are similar to those gained by Davé et al67. studying bulk polymerisation. 
They found that increasing the concentration of the chain initiator increased the reaction rate 
until an optimum point was reached. In the study carried out by Zhang et al. looking at the 
solution polymerisation of variously substituted β-lactams, they reported that polymerisation 
had a first order-rate dependence on the concentration of the CI but no mention of any limitation 
placed upon it. This difference is likely caused by the polymers of these β-lactams remaining 
in solution. Therefore, no early crystallisation can take place to cause premature cessation to 
polymerisation. Zhang et al43. found that the reaction was of zero order with respect to the 
catalyst. Davé et al., like Zhang et al., reported that the concentration of the catalyst had no 
impact on reaction rate. But it should be noted that in the study carried out by Davé the catalyst 
was always in excess of the chain initiator. Consequently, as the catalyst cannot begin 
polymerisation on its own, such a change in catalyst concentration would have shown no effect 










Catalyst volume (mL) Order of reaction Rate constant (s-1) 
2 1st* 0.0043 
4 1st 0.0079 
6 1st 0.0102 
Table 4.11 Table of catalyst volumes with corresponding reaction orders and rate constants 
 
4.2.3.2-Effect of temperature on reaction kinetics 
As shown in Figure 4.20 and Table 4.12 the temperature had a dramatic effect on the kinetics 
of the reaction. Below 90°C the reaction rate and monomer consumption decrease substantially. 
There is a smaller but noticeable increase in the reaction rate and monomer consumption 
between 90°C and 100°C. However as shown by the two final samples in Figure 4.20, 
polymerisation has effectively ended before all caprolactam has been reacted. The reaction 
temperature is closer to the melting point of the polymer, therefore, it takes longer for both the 




Temperature Order of reaction Rate constant 
80 1st 0.0058 s-1 
90 1st 0.008 s-1 
100 0 0.0083 mol s-1 







Figure 4.20 Caprolactam consumption at temperatures 80°C, 90°C and 100°C. All three 
experiments were carried out with an injection rate of 20μL/min 
 






The calorimetric studies carried out by Dan and Grolier7 showed that temperature has 
very little influence on the initiation step but has a huge impact on the propagation step.7 If 
initiation was the rate-determining step there is a possibility that temperature would have a 
limited impact on the reaction rate.  
 
As proven in Figure 4.21 increasing the reaction temperature from 90°C to 100°C 
causes the reaction to shift from an overall first-order to a zero-order reaction as shown in Table 
4.12. For these conditions to occur, the rate of polymer maturation, from inception to 
solidification, must be slower than the rate of injection. Therefore, as the polymerisation cannot 
take place without the presence of a chain initiator, the reaction rate is controlled by mechanical 
injection of the chain initiator. Under these conditions at any instant in time, the number or 
available anionically active monomer molecules will vastly exceed the number of chain 
initiator molecules. These reaction conditions are similar to those found in a reaction catalysed 
by enzymes146. Reaction conditions that favour zero order kinetics are high temperatures and 
low injections rates that ensure that initiation and subsequent particle maturation happen 
quickly, limits the amount excess oligomer formed and hinders the crystallisation of said 
oligomer. Low reaction temperatures and high injections rate will favour a return to first order 
















4.2.3.3-Effect of mixing on kinetics    
This section concerns single injection only. 
 
The importance that mixing intensity has on the kinetics of a chemical reaction has been known 
since the 1950’s147. As mentioned previously the synthesis of polyamide particles is a highly 
complex process involving multiple phase changes where the non-polar solvent transports both 
monomer and catalyst to the growing chains. Additionally due to the substantial difference in 
densities between the solvent used and fully formed polyamide particles (866 g/cm3 and1150 
g/cm3 respectively), the minimal mixing intensity would have to ensure that particles are kept 
in suspension76. Investigations carried out by Stratula-Vahnoveanu and Vasiliu-Oprea 
determined that at higher mixing intensities (1000 and 2000rpm), altering mixing speed had no 
effect on reaction rate. These results were corroborated by Dan and Grolier who found that 
increasing mixing speeds rapidly increased reaction rate until the optimal point was reached, 
after which further increases of mixing intensity had no effect. Similar results were observed 
when the reaction was carried within an OBR at oscillation frequencies 1.5, 1.0 and 0.5Hz as 



















Figure 4.22 Concentration profiles at different oscillation frequencies and corresponding 






As shown in Figure 4.22 at all three frequencies, concentration profiles remain broadly 
the same. It should be noted however that there is greater variance in the results for the 
experiment carried out at 0.5Hz, the reasons for this are unknown. The investigations carried 
out by Stratula-Vahnoveanu and Vasiliu-Oprea discovered something interesting. At lower 
mixing speeds, the order of reaction deviated from a pseudo-first to a pseudo-zeroth. Initially, 
it was theorised that fluid motion, characterised by the Reynolds number, NRe, was responsible 
for this change. Stratula-Vahnoveanu and Vasiliu-Oprea then examined the effect of changing 
the Reynolds number (initial starting values ranged from 5000 to 16,000) throughout the 
reaction and postulated that below a certain NRe, specifically at the edge between laminar and 
intermediate flow regimes, the reaction progressed via pseudo-zero order kinetics. In most 
cases, the border between these flow regimes occurres around Reynolds numbers of 2000-
5000. The OBR allows good mixing to be achieved at substantially lower Reynolds numbers 
than STRs. This makes them very suitable to investigate this hypothesis. The Oscillatory 
Reynolds number can be determined using the equation below  
 
 𝑅𝑒𝑜 = 𝜔𝑥𝑜𝐷/𝑣 (4.10) 
 
Where 𝜔 is the oscillation frequency, 𝑥𝑜 is the centre-to-peak amplitude, the  D is the diamter 
of the tube and 𝑣 is the dynamic viscosity. Table 4.13 gives the range of Reo. 
 
Oscillation frequency (Hz) Order of reaction Oscillatory Reynolds 
number 
0.5 Undetermined 1678 
1.0 1st 3356 
1.5 1st 5035 
Table 4.13 Oscillatory Reynolds numbers for the corresponding oscillation frequency 
 
Using oscillation frequencies of 1.0Hz and 1.5Hz, first-order kinetics were retained, 





messy and too inconsistent to be used to determine the reaction order. In addition, the dip 
between first and second measurement was severe in all cases. Large dips in monomer 
concentration early in the reaction have been seen before but never to this degree. The reason 
for this abnormally large dip is not known. In the work carried out by Stratula-Vahnoveanu 
and Vasiliu-Oprea, the shift in reaction order from zero to one was not accompanied by a 
substantial decrease in reaction rate. As shown in Figure 4.23 under equimolar conditions, 
lowering the mixing intensity did not lead to a decrease in reaction rate or a change in reaction 
order. Therefore, any change must occur at later stages of the reaction. One possible 
explanation is that the lower mixing speeds the reaction shifts from a chemical control 
mechanism to diffusion one and under these conditions, the reaction rate becomes independent 
of the monomer concentration. In the work carried out by Stratula-Vahnoveanu and Vasiliu-
Oprea, there was not a large decrease in reaction rate following the change in the reaction order, 
indicating that poor mixing was not responsible for this change. It has been proven that shear 
rate has a strong influence on the size of polymer phase droplets. The weaker the agitation, the 
larger the liquid-like droplets and the lower the corresponding surface area to volume ratio. 
This hinders diffusion of active and normal monomer into the polymer droplets. Past a certain 
size of droplet, diffusion would become independent from monomer concentration and pseudo-










Figure 4.23 OI consumption under equimolar at stirring speeds 400, 600, and 800rpm and 







4.3.1-Plackett-Burman design conclusions  
In this chapter, using the Plackett-Burman factorial design, the factors that affect molecular 
weight, particle size distribution and the melting point of nylon-6 particles were determined 
and analysed in detail when the chain initiator was injected continuously. The most important 
factors affecting molecular weight were temperature, the rate of injection and monomer 
concentration.  
 
Similar to molecular weight, the injection rate and temperature had a significant impact 
on the melting point. Conversely to molecular weight, increasing the monomer/solvent ratio in 
favour of the solvent actually increased the melting point. It is theorised that small amounts of 
unreacted monomer are trapped within the polymer particles and the greater solvent volume 
minimalizes the amount of monomer trapped. 
 
For particle size, the most important factors were mixing speed followed by the 
injection rate. Oddly while monomer mass was not found to be a significant factor, a 2-way 
interaction between monomer mass and mixing speed was.  
 
The biggest deviation from the single injection method was the apparent lack of 
influence that the catalyst concentration had on either particle size or molecular weight. When 
the chain initiator is added in a single injection, the catalyst/monomer/chain initiator ratio has 
influence over both. Adding the chain initiator continuously it appears that the CI/catalyst 
stoichiometry becomes irrelevant. 
 
4.3.2-Kinetic measurement conclusions 
A new method to analyse the kinetics of nylon-6 particle synthesis using ATR-FTIR was 
successfully developed. In theory, using the ‘slow-slow’ catalyst combination, the rate 
determining step would be the initiation reaction between the CI and active monomer. Under 





were observed in most cases. This deviation is caused by the CI reacting with the non-activated 
monomer to form small oligomer chains. At no point was second order kinetics achieved. 
 
The three factors of interest were the catalyst concentration, CI injection rate and 
reaction temperature. All three factors were shown to influence reaction kinetics. Both catalyst 
and CI injection rate affected the reaction rate, however no further increase in reaction rate was 
observed past an optimum concentration. Additionally, in all cases, there was a cessation of 
polymerisation before the complete consumption of the monomer. This cessation occurred at 
the same point in the reaction.  It is thought that the excess oligomerisation and crystallisation 
due to low reaction temperatures are the cause of these limitations. Only with increasing the 
reaction temperature was this premature stoppage of polymerisation delayed. The reaction 
order was found to change depending on the rate of injection and reaction temperature. If the 
reaction was carried out using a low injection rate under high temperatures, polymerisation 
proceeded via zero order kinetics. However, at lower reaction temperatures and higher injection 
rates, overall reaction kinetics reverted back to first order. 
 
Previous research carried out in an STR found that the reaction proceeded through 
pseudo-first order kinetics under a turbulent flow regime and via a zero-order mechanism under 
a flow regime in the intermediate-laminar boundary region. From these results, it was suggested 
that the flow regime can influence reaction kinetics. When polymerisation was carried out in 
an OBR, a first order reaction kinetics was maintained. From these observations, it was 
hypothesised that large particles with poor surface-area to volume ratios were the cause of the 




Two substantial problems arose when attempting to synthesise PA-6, both were related to the 
continuous injection of the CI. Originally Isophorone Diisocyanate (IDI) was chosen as it is a 





have been possible to improve upon these results using IDI however it was recommended that 
the CI should be changed to OI.  
 
The use of OI presented a second problem, OI is a solid at room temperature. The 
experimental apparatus had to be adjusted to take this into account. The simplest solution 
required two stages. The first was to keep the exposure of Teflon tubing connecting the 
chamber of the syringe pump to the reaction vessel the cool air as minimal as possible. The 
second step was to heat the syringe pump chamber and Teflon connecting tube with a hair dryer 
placed above them. Once these steps had been implemented, PA-6 particles of high quality 
were synthesised consistently.  
 
4.4.2 Kinetics measurements 
Initially, samples were not analysed immediately but were quenched using a specified aliquot 
of methanol, sealed immediately to ensure that the solvent and methanol did not evaporate and 
stored for later analysis. However, as samples cooled they solidified due to the previously 
growing chains coming out of solution. This makes High Performance Liquid Chromatography 
(HPLC) and Gas Chromatography (GC) impossible. Initial attempts to use GC were 
ineffective. Methanol is a good solvent for caprolactam and subsequent oligomers so in theory 
increasing methanol concentration would ensure dissolution at room temperature. Even so, the 
high boiling point of caprolactam and oligomers would require the usage of the expensive High 
Temperature Gas Chromatography technique (HT-GC). The HPLC technique also suffers from 
difficulties as there have been no pre-existing methods to analyse caprolactam. The 
development of a new method is a complex and time-consuming process.  
 
Instead of trying to keep samples in solution, Thermal-Gravimetric Analysis-Mass 
Spectroscopy (TGA-MS) was proposed. Using this technique, the state of the sample would be 
irrelevant and both the consumption of caprolactam and the formation of products, in theory, 
could be followed. However, it was impossible to find these two pieces of equipment equipped 
with a connector that could withstand the temperatures (>510°C) required. A different thermal 
analytical technique, Thermal Volatilisation Analysis (TVA), was also attempted, however, the 






FTIR analysis was also attempted using additional methanol to keep the samples in 
solution, however the results were very poor and inconsistent. It was decided that samples 

























Chapter 5 - PA-12 synthesis 
This chapter presents the development of a synthesis route to synthesise PA-12 within an OBR. 
 
5.1-Introduction 
The majority of literature concerning nylon particle synthesis focuses on PA-6 particles, there 
is very little available concerning the synthesis of PA-12 particles. Most of what was found by 
the author were in the form of patents or books. Like with the PA-6 variant, when synthesised 
in bulk, the main method used is hydrolytic polymerisation or anionic. Due to the poor quality 
of polymers formed using cationic polymerisation, this method has not been reported to have 
been used in industry148. In terms of properties, PA-12 has characteristics that are between 
aliphatic nylons with shorter chains (such as Nylon-6) and polyolefins149. PA-12 has similar 
mechanical properties to PA-6 and PA-6,6 but has a substantially lower melting point (178°C-
180°C)150 than either of them and it’s low water absorbance characteristics and density are 
closer to polyolefins151. It crystallises in a pseudo-hexagonal modification. Thanks to its 
relatively long hydrocarbon chain length, PA-12 possess dimensional stability and paraffin-
like structure. PA-12 has numerous applications ranging from laser sintering (or UV curing)49, 
use as an additive in polyethylene films152, electrostatic coating153, 154 and cosmetics154. 
 
There are two known ways to form PA-12 particles, both involve anionic 
polymerisation. Attempts to replicate synthesis of PA-12 particles via precipitation 
polymerisation using methods provided in patents were not successful. The other involves 
polymerising styrene to form polystyrene and then polymerising the laurolactam trapped within 
it. This requires two polymerisation steps and styrene polymerisation may damage the motor 
used for oscillation. For these reasons the method chosen was precipitation polymerisation. 
 
5.2-Results and discussions 
5.2.1-Development of synthesis route  
At first glance, the main issue with PA-12 synthesis seems to be the overall speed of the 
reaction. It appears that the dodecalactam is much more reactive than caprolactam. Using 





like substance precipitating from solution quickly and beginning to coat the baffles as shown 
in Figure 5.1. This substance is most likely a mixture of the oligomer, small polymer chains 
and monomer. However, the work by Frunze et al.155 studying the formation of nylon-6/12 
copolymers in bulk polymerisation found that caprolactam was more reactive than 
dodecalactam. Therefore, the problems must arise from either the rate of agglomeration of 
growing particles, poor solvency of the monomer and subsequent oligomer or a combination 
of the two.   
 
 
Figure 5.1 The build-up of oligomer on the baffle 
 
If the CI is being added quickly, the precipitation of the rubbery oligomer occurs very 
fast, almost immediately in some cases. Slowing the injection rate lowers the rate of formation 
of this coating by 15-30 minutes but does not stop it.  In theory, it may be possible to avoid 
altogether by making the injection rate very low, on the scale of nl/min. However, in practice, 






If the issue was purely down to agglomeration, the easiest solution to counteract this 
would be to lower the temperature. Unfortunately, dodecalactam comes out of solution at 
~70°C and the reaction remains uncontrollable at this temperature. If solvency was the only 
issue, then lowering temperature will have made the problem even worse.  
 
The work by Florin and Vasiliu-Opera went into substantial detail of the multiple phase 
separations that occur during polymer synthesis6. While all these phases somewhat over-lap, 
they noted that polymerisation was the quickest when the reaction mixture was in the 
homogeneous phase. Initial phase separation occurred due to the solvent becoming ‘poorer’ as 
polymerisation progressed, which led to liquid-liquid demixing resulting in the two phases. 
Depending on the solvent quality, this can lead to rapid precipitation and solidification. The 
phase separation results in a polymer rich phase and solvent rich one. It was theorised that the 
polymer phase is in the shape of liquid like droplets. The polymerisation is slower in this phase, 
as would be agglomeration of polymer chains and particles. In the majority of cases, it was 
noticed that the formation of the rubbery oligomer began before the initial phase separation.  
As this is where polymerisation is fast, rapid polymerisation will be making the solvent 
‘poorer’, very quickly leading to precipitation and solidification seen on the baffles. 
 
By adding a small amount of caprolactam to the system, the polymer will begin to grow 
as a PA-6 oligomer chain. Due to the greater acidity of the hydrogen on the caprolactam amide 
group, the catalyst would react to with caprolactam first and not the dodecalactam, therefore 
caprolactam would have to be consumed before reaction could continue with the dodecalactam. 
The greater solubility granted to the growing chains due to the incorporation of the 
caprolactam, monomer would help the reaction pass through the homogeneous phase and allow 
phase separation to occur without issue. Care has to be taken to ensure that the PA-12 properties 
are not affected by this incorporation of caprolactam.    
 
In a patent published by Arkema49, the inorganic additive N,N-Ethylene bis(stearamide) 
(EBS) was added to help the control of the particle size of synthesised PA-12. The additive 





long-range repulsion between them. This helps to prevent the agglomeration of particles156.  
Unfortunately, any attempt to replicate the conditions used in the patent failed. However, the 
addition of the additive to the reaction mixture aids in the prevention of agglomeration at all 
stages of the reaction. 
 
A secondary problem that was encountered was clogged Teflon tubing. In some cases, 
particularly with fast injection rates, oligomer would form at the end and sometimes inside the 
tubing. This clogging was caused by the OI immediately reacting with the monomer and the 
resultant oligomer coming out of solution. To circumvent this, the OI was ‘capped’ with 
caprolactam. The capped OI takes longer to react with activated anion due to lower 
nucleophilicity of the carbonyl carbon on the caprolactam, therefore, enabling the CI blend to 
mix within the reactor. To keep the CI blend in a liquid form, it must be dissolved in 
ethylbenzene and be constantly heated. Furthermore, the addition of the solvent will also dilute 
the OI, further slowing the reaction, aiding in the prevention of uncontrolled agglomeration.  
 
To cap the CI, an equimolar amount of caprolactam was dissolved in ethylbenzene and 
mixed with the OI. The mixture was then heated to 55°C for 20 minutes to ensure that all the 
caprolactam had reacted with the OI. By combining all three additions, consistent PA-12 
synthesis was achieved. EBS, in particular, had a significant effect on polymerisation as shown 
in Table 5.1. 
 
Mass of EBS Mass of caprolactam Percentage Yield 
0.5 0.6 0 
0.25 0.6 5.2% 
0.15 0.6 55% 
0.15 0 Reaction failed 
0 0.6 Reaction failed 
Table 5.1 Percentage yield of PA-12 after 2 hours using different masses of EBS and 






When 0.5g of EBS was used, the reaction was slowed so significantly that even after 2 
hours phase separation had not even begun. Halving the EBS concentration allowed for the 
formation of only a small amount of product but, crucially, PA-12 was successfully 
synthesised. Lowering the EBS further to 0.15g substantially increased the percentage yield. 
Attempts to remove the small amount of caprolactam while using 0.15g of EBS were not 
successful. This indicates that the problems with rapid solidification of the oligomer from 
agglomeration occurred mainly in the homogeneous phase.  
 
Removing EBS from the system also resulted in rapid solidification of the growing 
oligomer. EBS helps to prevent agglomeration in the homogeneous phase so it may be possible 
that increasing the amount of caprolactam in the mixture would enable the reaction to proceed 
smoothly without the EBS, this however may compromise the quality of the particles. In 
addition, it is possible that the rapid precipitation of particles may be induced/ continue to 
proceed after phase separation because of the absence of EBS.   
 
5.2.2-Effect of experimental parameters on molecular weight  
The most immediate difference between PA-12 and PA-6 is that the PA-12 molecular weights 
are significantly larger than the PA-6 particles formed in section 4.1. This most likely arises 
from the difference in CI/monomer molar ratio. When synthesising PA-6 the ratio was more in 
favour of the chain initiator, resulting in lower molecular weights. As the results show in Table 
5.2 and in section 4.1.5.1, decreasing the injection rate caused an growth in the molecular 
weight. By decreasing the concentration of CI, there will be fewer active sites leading to longer 
polymer chains. This observation is in agreement with Udipi et al.74 in their work on bulk 
polymerisation where below a certain CI concentration, decreasing the CI concentration 
resulted in an increase in molecular weight. However, Udipi et al. found that passed a certain 
point increasing the molecular weight lead to an increase in molecular weight. Alternatively, 
the patent by Hilaire et al. made no mention of the positive impact decreasing the CI 
concentration can have on the molecular weight. Alternatively, the patent by Hilaire et al. only 





the changing of injection rate had a noticeable but minor impact when compared to the reaction 
temperature. 
 
Variable  Variable value  Molecular weight (g mol-1) 
Injection Rate 30μL/min 33700 
 22.5μL/min 35300 
 15μL/min 36100 
Temperature  90°C 42900 
 80°C 36100 
 70°C 26900 
EBS 0.35g 36100 
 0.25g 45100 
 0.15g 40100 
Table 5.2. Table displaying the influence of CI injection rate, temperature and mass of EBS 
on the molecular weight 
 
The temperature of the reaction had the most powerful influence over the molecular 
weight. Increasing the reaction temperature by 20°C nearly doubled the molecular weight of 
the particles. This observation agrees with multiple patents and articles47, 60, 74. The work by 
Dan and Grolier7 found that temperature had little influence over the initiation step but greatly 
affected the rate of the propagation step. Noticeably, the impact temperature has on molecular 
weight of PA-12 is much more substantial than it had on PA-6, this could be attributed to the 
fact that molecular weight’s temperature dependence becomes more pronounced at greater 
molecular weights131. 
 
The impact EBS has on molecular weight is slightly harder to assess. The middle mass 





the value gained with a higher reaction temperature. While the mixture with the lowest mass 
of EBS resulted in the particles with the second highest molecular weight. Neither Hilaire and 
Guerin47 nor Vasiliu et al. 156 mentioned that an additive such as EBS had any effect on the 
molecular weight.  
 
As previously noted, soon after the reaction has initiated, the homogeneous mixture 
demixes into a polymer rich phase and solvent rich one. The polymer rich phase is theorised to 
be in the form of liquid-like droplets. It is within these droplets that the majority of 
polymerisation takes place. The EBS only covers these droplets. Therefore, the additive has no 
influence over potential chain entanglements within the droplets. The solvent phase transports 
the monomer to the droplets. The EBS layer covering the droplets could be hindering the access 
of the monomer to these droplets, resulting in lower molecular weights. Unfortunately, there 
were no articles found by the author detailing how an additive may affect the molecular weight 
of a polymer to compare with this hypothesis.  
 
5.2.3-Effect of experimental parameters on mean particle size 
As shown in Table 5.3, as temperature increases so does the mean particle size. This 
observation is in agreement with other patents and articles47, 60 focused on particle size control 
of PA-6 particles. Increasing the reaction temperature would lead to greater collisions between 
the growing particles, resulting in particle amalgamation. Likewise, increasing the EBS 
concentration resulted in a decrease in particle size. This is expected as increasing the coating 













Variable Variable value Mean Particle size 
Injection Rate 30μL/min 145 
 22.5μL/min 162 
 15μL/min 175 
Temperature 90°C 284 
 80°C 175 
 70°C 113 
EBS 0.35g 157 
 0.25g 141 
 0.15g 175 
Table 5.3 Table displaying the influence of CI injection rate, reaction temperature and mass 
of EBS on the PA-12 particle size 
 
The most surprising set of results were those concerning the injection rate. The results 
were the opposite of what was expected. Both the observations by Hilaire and Guerin47 
studying PA-12 synthesis and those in Chapter 4 investigating PA-6 particle size control 
showed that increasing the injection rate led to larger particles, not smaller ones. However, 
similar observations have been found when polystyrene was formed via suspension 
polymerisation using a semi-batch process157.   
 
With the EBS acting as a coating for the ‘liquid-like’ polymer phase droplets to help 
the prevention of coalescence, the reaction in some respects could be considered to be carried 
out in a pseudo-suspension.  Nogueira et al. studied the effect of injecting additional styrene 
monomer into an already polymerising system157 and reported that at lower feeding rates 
particles became larger. The reasons for which are not completely understood but it was 





droplets, because of this interaction, existing particles swell. Such interactions may be the cause 
of the patterns observed in PA-12 particle synthesis.     
5.2.4 Effect of experimental parameters on melting point 
Both the reaction temperature and the injection rate had no real impact on the melting point of 
PA-12 particles. The melting point of polymers is controlled by various factors including but 
not limited to, main chain structure, intermolecular forces, molecular weight, crystallinity and 
the absence or presence of certain additives such as plasticizers. When the molecular weight of 
a polymer is below a certain point, further reductions in molecular weight will have a negative 
effect on the melting point. Both temperature and injection rate adjust the molecular weight of 
the particles but as shown in Table 5.4, not to the degree where the melting point is affected.  
 
Variable Variable value Melting Point (C Degree of 
Crystallinity 
Injection Rate 30μL/min 178.7 37.68 
 22.5μL/min 178.4 39.14 
 15μL/min 179.7 38.93 
Temperature 90°C 177.3 38.10 
 80°C 179.7 39.15 
 70°C 178.2 38.68 
EBS 0.35g 174.3 38.54 
 0.25g 173.7 38.09 
 0.15g 179.7 39.71 
Table 5.4 Influence of variables on the PA-12 melting point and degree of crystallinity 
 
At low concentrations, EBS did not affect the melting point, however, at higher 
concentrations, EBS lowered the melting point by approximately 5°C.  EBS has been shown 





be possible that in the context of polyamide synthesis EBS was acting as a nucleation inhibitor. 







× 100 (%) 
(5.1) 
 
Where 𝑋𝑐 is the degree of crystallinity, ∆𝐻𝑚 (J/g) is the enthalpy of melting of the sample, ∆𝐻𝑐 
(J/g) is the enthalpy of crystallisation and ∆𝐻𝑐(100%) (J/g) is the heat of fusion for 100% 
crystalline polymer. The value for the heat of fusion for 100% crystalline polymer was taken 
to be 209.3 J/g determined by Gogolewski159. 
 
  As seen in Table 5.4, while the crystallinity of each sample varies slightly, overall there 
was no real difference in the degree of crystallinity between samples. This indicates that the 
EBS was not acting as nucleation inhibitor. An alternate explanation for the reduction in 
melting point is that EBS is being trapped within the polymer particles but only at higher 
concentrations is there enough EBS present to have a negative impact over the melting point.    
 
5.2.5 Morphology  
Investigations by Dan et al.6 showed that the morphology of PA-6 particles was controlled by 
a complex process involving phase separation and crystallisation.  Both of which are strongly 
influenced by the catalyst/CI combination used, e.g. ‘slow’ acting and ‘fast’ acting.  The 
efficiency of a catalyst is dependent on its nucleophilicity. Therefore, caprolactamates of alkali 
metals are considered ‘fast’ acting, while alkali metal aluminium alcolates are ‘slow’ acting6 
for the purposes of PA-6 synthesis. The efficiency of the chain initiator is dependent on the 
electron deficiency of the carbonyl carbon. The more electron deficient the carbon atom is, the 






Dan and Vasiliu-Oprea reported that when using a ‘slow-slow’ or a ‘slow-quick’ 
CI/catalyst combination, the resultant particles were irregularly shaped and roughly textured. 
The polymer particles had a continuous structure giving cohesion to the particle, consequently, 
the particles were highly porous as shown in Figure 5.2. 
 
 
Figure 5.2 Micrograph of PA-6 particles formed using a ‘slow-slow’ CI/catalyst system 
 
a  b  
Figure 5.3 Micrographs of Nylon-12 particles formed using a slow/slow CI/catalyst 






However, the morphology of PA-12 resulting from the usage of a ‘slow-slow’ 
CI/catalyst system was substantially different as shown in Figure 5.3. There are no individual 
particles, instead, there are fused agglomerates from individual globules. In this case, the 
globules have a porous, spherulitic structure that is commonly seen in PA-6 particles made 
from highly efficient CIs.  
 
Particle morphology is highly influenced by the initial phase separation that occurs once 
the concentration of growing chains and the degree of polymerisation reaches a certain level. 
This liquid-liquid phase separation results in a polymer rich phase and a solvent rich phase. 
The former is made from liquid-like droplets and polymerisation continues within these 
spheres. When phase separation is reached quickly, shear forces caused by mixing allow 
polymer phase droplets to collide before solidification, resulting in agglomeration. 
Additionally, chain growth also has a strong influence on the morphology, when all the chain 
initiator reacts immediately, demixing domains are more uniform.  
 
Less efficient (‘slow-acting’) CIs react slowly, therefore the viscosity of the 
homogeneous medium increases slowly. When enough active sites are generated, chain growth 
begins. As with more efficient CIs, a polymer phase and solvent rich phase are formed with the 
polymer phase in the shape of liquid-like droplets. However, in this case, the droplets do not 
collide, instead, phase separation continues to occur within each droplet. A small increase in 
polymer concentration can then induce spinodal demixing, leading to the creation of continuous 
structures seen in Figure 5.2.    
 
5.3 Conclusions 
A method to synthesise PA-12 particles was successfully created. The main issue to overcome 
was the rapid agglomeration of oligomer in the initial phase of the reaction. This was achieved 
by three alterations to a method that is used to synthesise PA-6. Firstly, small amounts of 
caprolactam was added to help smooth the reaction during the initial homogeneous phase. 
Secondly, the additive EBS was added. EBS coats the ‘liquid’-like droplets of the polymer 





Lastly, the CI was capped with caprolactam and dissolved in ethylbenzene. All three alterations 
were required for successful synthesis. 
 
Using this method, the influences of reaction temperature, EBS concentration and 
injection rate on the molecular weight, the particle size and the melting point were investigated. 
Expectedly, the reaction temperature had a substantial influence over the molecular weight and 
particle size, but no impact on melting point. Increasing the injection rate led to a small decrease 
in both molecular weight and particle size. This decrease in particle size was the opposite of 
what was expected. It is theorised that the presence of EBS is responsible for this unexpected 
result. Again, the injection rate had no impact on the melting point. Only the concentration of 
EBS had any effect on the melting point. At higher concentrations, EBS noticeably lowered 
the melting point. Furthermore, particle size was lowered with increasing EBS concentration. 
Increasing the EBS would lead to a greater repulsive coating, hindering agglomeration and 
subsequently lowering particle size. Theoretically, EBS should have no impact on the 
molecular weight but in practice the EBS coating may be hindering the monomer from entering 
the polymer phase droplets.              
 
5.4 Problems, observations and solutions 
To ensure that CI is added continuously, it is preferred that the tip of the tubing is submerged 
within the reaction mixture. However, backwards fluid oscillations can force the CI mixture 
back into the Teflon tubing, leading to blockage. Unfortunately, the only means to resolve this 
issue was to remove the tubing from the reaction mixture and suspend the tubing over it. It was 
attempted to ensure that the tubing exit was in contact with the reactor wall so as to avoid the 
formation of droplets, but this was not always successful. 
 
Capping the CI with caprolactam resulted in the eventual solidification of the CI at 
room temperature. The addition of ethylbenzene to the mixture helped to keep the CI mixture 
in a liquid state for longer, however eventually the capped CI would come out of solution within 
either the syringe or the Teflon tubing. To account for this, the syringe and Teflon tubing had 






It must be noted that, initially, Nylon-12 particles were formed without the aid of EBS. 
It was later discovered that the catalyst used in these had been poisoned/contaminated. From 
this, it can be assumed that if a catalyst is sufficiently weak, the EBS is then not required for 





Chapter 6-Conclusions and future work 
The final chapter presents the major conclusions reached in this work. In addition, some 
suggestions for future research are also put forward. 
  
6.1 Conclusions  
The factorial design was successful in determining which factors control polymer properties of 
interest when the chain initiator was added continuously over a set time. The most important 
factors influencing molecular weight were reaction temperature, the rate of injection and 
monomer concentration and two-way interaction between the monomer mass and the CI 
injection rate. Increasing the temperature lead to a substantial increase to the molecular weight. 
Conversely, increasing the injection rate of the CI lead to a decrease in the molecular weight. 
Additionally, increasing the monomer mass also increased the molecular weight. However, due 
to the two-way interaction between the monomer mass and the CI injection rate the influence 
monomer mass has molecular weight decreases greatly as the CI injection rate increases.   
 
For particle size, the significant factors were stirring speed, the CI injection rate and a 
two-way interaction between monomer mass and the stirring speed. The stirring speed was the 
dominating factor controlling the particle size. It was found that increasing the stirring speed 
resulted in a marked decrease in the particle size. And due to the two-way interaction between 
monomer mass the stirring rate becomes even more influential at greater monomer masses. 
Lastly, increasing the CI lead to an increase in particle size.  
 
The melting point was affected by the reaction temperature, a two-way interaction 
solvent volume and temperature and the solvent volume. As expected, increasing the reaction 
temperature lead to an increase in the melting point, however so did increasing the solvent 
volume. This is surprising as the solvent volume had no influence over molecular weight and 
if it had it would be expected that increasing the solvent volume would decrease the molecular 
weight and therefore melting point. It is thought that the concentration of un-reacted monomer 






The most surprising results from the design was the apparent lack of influence the 
catalyst concentration had on the polymer properties. For the reaction under batch conditions 
it was reported that both the monomer/catalyst ratio and the monomer/CI ratio had influence 
over molecular weight and particle size. Under semi-batch conditions neither ratio appeared to 
have any influence over polymer properties.     
 
The kinetics of PA-6 synthesis under semi-batch conditions were studied in substantial 
detail. In theory, with the combination of slow acting catalyst and CI used, the reaction kinetics 
would be second order due to the initiation step becoming the rate determining step. In practice, 
however, second order kinetics were never observed under full reaction conditions. Reactions 
under equimolar conditions without the presence of the catalyst were undertaken to investigate 
the initiation stage of the reaction. It was found that side reactions may be taking place forcing 
a deviation from second order kinetics. Under equimolar conditions the single injection method 
always resulted in first order kinetics but under continuous injection conditions 1st, 2nd and 0th 
order kinetics were observed. Under continuous conditions 1st order kinetics were observed 
when both the CI injection rate and reaction temperature where high, 0th order kinetics were 
observed when the reaction temperature was high, and the injection rate was low. 2nd order 
kinetics were observed when the reaction temperature was low, and the injection rate was high. 
Three different stirring rates were tested to determine if mixing had any influence over 
chemical kinetics. None of the three stirring rats tested had any influence over the reaction rate. 
 
 The four factors of interest under normal reaction conditions were reaction 
temperature, CI injection rate, catalyst concentration and mixing intensity. In all cases there 
was a premature cessation of the reaction. It was theorised that this cessation was caused by 
the pre-mature crystallisation of nylon particles and oligomer due to undercooling. This pre-
mature crystallisation first hinders then completely inhibits the reaction. By increasing the 
reaction temperature crystallisation can be hindered allowing the reaction to progress further 
than it would at lower temperatures. However, other than reaction temperature, no other 
variable had any influence over this stoppage. Increasing both the catalyst and CI concentration 
increased reaction rate, but beyond a certain point, increasing concentration further had no 
further impact on kinetics. At low catalyst and… concentrations the order of reaction was 





not a chemical one. The upper limits of influence for both catalyst concentration and CI 
injection was the same, with the reaction rate being near identical when either the CI injection 
rate or the catalyst concentration was at its maximum value. Again, the stirring rate was not 
found to have any impact over the reaction kinetics. 
 
In practice, the order observed was either first or zero for the reaction under normal 
conditions. At no point were 2nd order kinetics observed. The order was depended on the 
reaction temperature and rate of injection. With slow injection rates and high temperatures, 
zero order kinetics were favoured, while first order kinetics were favoured with fast injection 
rates and low reaction temperatures. With slow injection rates and high reaction temperatures 
it was theorised that the rate of polymer maturation, from inception to precipitation was greater 
than the rate of injection. Under these conditions the reaction rate would be independent of 
monomer concentration. With higher injection rates and lower temperatures the CI would be 
able to accumulate within the reactor making it more single injection-like in character, resulting 
in first order kinetics.   
 
A method to synthesise PA-12 particles was successfully developed. This was achieved 
by capping the CI with caprolactam and by adding small amounts of caprolactam and EBS to 
the reaction mixture. All three were required for successful synthesis. Using this method, the 
effects of temperature, CI injection rate and EBS concentration on molecular weight, particle 
size and melting point were studied. Increasing the reaction temperature led to an increase in 
particle size and molecular weight but had no impact on the melting point. Conversely, 
increasing the CI injection rate led to a decrease in both molecular weight and particle size; 
however, again, there was no change in melting point. Only by increasing EBS concentration, 
was the melting point negatively affected. The reasons for this was not determined. Like with 
injection rate, increasing EBS concentration resulted in a small decrease in and particle size. 
The influence EBS had over molecular weight could not be determined. Results were erratic 
with the median value for the EBS concentration giving by far the largest reported molecular 
weight. Investigations would have to repeated to determine the effect of EBS has on the 






Currently it is not recommended to attempt the synthesis of PA-12 under continuous 
conditions. There are two major related issues that would need to be resolved. The first issue 
is that there is still substantial build-up of a mixture of product and oligomer forming between 
the columns of the baffles. In addition, a thin layer of oligomer can form on the surface of the 
reactor. This build-up, while not ideal does not interfere with oscillation of the baffle under 
batch conditions. However, under continuous conditions these two problems would be 
heightened and eventually either of these issues may interfere with the oscillatory motion of 
the baffle/fluid. The second major issue is that cleaning the reactor is difficult. Even provided 
that the reaction recipe in its current state could be used in a continuous reactor for a limited 
time it would be very difficult to clean the reactor. Under batch conditions the build-up of 
product and oligomer is relatively easy to clean by hand. Under continuous conditions were 
there could be many baffle cells the reactor would have to be cleaned using solvents. The only 
chemicals found by the author that are known to fully dissolve PA-12 are m-cresol, 90%+ 
sulphuric acid and HFIP. All of which are dangerous and in the case of HFIP, expensive. 
Additionally, the polymer would act as a thickening agent. To counteract this excessive solvent 
would have to be used. To solve both these major issues the reaction recipe and conditions 
would have to be optimised to make it as ‘smooth’ as possible to circumvent this build-up. If 
this can be achieved, then further studies in a continuous reactor can be recommended.     
 
6.2 Future research 
Due to the time constraints, some aspects of the research work cannot be investigated, the 
following is a list of potential future work in this area: 
 
• The factorial design was successful in analysing a host of experimental properties that 
influence PA-6 particle synthesis. However, there is room for improvement. Further 
study of the various two-way interactions that influence polymer properties may 
substantially improve the model. Udipi et al.74 showed that the mechanisms controlling 
polymer properties such as molecular weight can change dramatically depending on the 
concentration of the reactants. Expanding the model to study greater variations in 
reactant concentrations would give a greater understanding of these mechanistic 





catalysts, CIs and solvents would give a better insight into the most efficient ways to 
manipulate polymer properties;  
 
• It is advisable to repeat previous kinetic measurements using In-situ methods. It was 
observed that due the reaction mixture shifting from the homogeneous to heterogeneous 
phase the reaction rate could change substantially during the first 15 minutes. The In-
situ methods would provide greater detail to what is happening during this phase change 
as well as the whole reaction. In addition, it would give clarity to measurements gained 
when a 0.5Hz oscillation frequency was used. There are other variables that potentially 
impact polymerisation kinetics that have not been studied. Of interest would be to 
investigate how solvent properties and monomer concentration affect reaction kinetics.  
 
• It was theorised that a physical interruption of the polymerisation process occurs at low 
reaction temperatures due to premature crystallisation caused by undercooling. It was 
theorised that this could be overcome by a simultaneous increase in catalyst and chain 
initiator concentration. Further reactions would have to carried out to determine if this 
is the case; 
 
• There is substantial room for improvement to the method developed to synthesise PA-
12. Currently, there is still considerable build-up of material in the baffle pillars and a 
thin layer of sticky oligomer formed on the surface of the reactor. Reaction conditions 
would have to be optimised to avoid these issues;  
 
• It was theorised that the oscillation of the reaction mixture was forcing the mixture into 
the Teflon tubing used to inject the CI mixture, leading to blockages in the tubing during 
PA-12 synthesis. To circumvent this the Teflon tubing was not submerged within the 
reaction mixture. However, now it cannot be guaranteed that the injection rate of the CI 
into the reaction mixture is consistent. Therefore, it is important to develop a method 
that would allow Teflon tubing to be submerged in the mixture. One possibility would 
be to the lower the concentration of CI in the CI mixture and increase the volume of 
ethylbenzene. This would allow the injection rates of the CI to be increased without 
causing the reaction to fail and the greater pressure in the Teflon tubing would stop the 







• Despite synthesis of PA-6 being carried in both a STR and OBR there was no direct 
comparisons made. Changing from STR and OBR should have no effect over the 
melting point and molecular weight, but particle size would be influenced strongly by 
the change in reactor. Studies would have carried to determine if an OBR can control 
particle size more effectively than an OBR. Additionally, it would have to be 
determined if the OBR was a more efficient reactor overall through the study of the 
power density of both reactors. Normally OBR’s are much more efficient than STR’s 
but under conditions required to synthesise desired particle sizes this may not be the 
case.  
   
• The investigation as to how experimental parameters effect PA-12 properties was 
limited, particularly, the influence of EBS over molecular weight could not be 
determined. Factorial designs could provide further/in-depth analyses of how various 
parameters affect PA-12 properties. Using factorial designs multiple factors can be 
investigated thoroughly, quickly and with an efficient use of resources.  The result from 
this design could also be easily compared to those gained through the study of PA-6 
formation. Such designs and comparisons may lead to greater insight as to why PA-12 
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